
STATE OF UTAH FORM 3

\ DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING AMENDEDREPORT

(highlightchanges)

5. MINERALLEASE NO 6. SURFACE:

APPLICATION FOR PERMlT TO DRILL ML-47044 Indian
7. IF INDIAN,ALLOTTEEOR TRIBENAME

1A.TYPEOFWORK: DRILL REENTER O DEEPEN O UTE

B. TYPEOF WELL: OIL GAS OTHER SINGLE ZONE MULTIPLEZONE
6. UNITor CA AGREEMENTNAME:

2. NAMEOF OPERATOR:
9. WELLNAMEand NUMBER:

El Paso Production Oil & Gas Company Bayless State #2-1

3. ADDRESS OF OPERATOR PHONE NUMBER: 10. FIELD ANDPOOL, OR WILDCAT:

P.O. Box 1148 crry Vernal srxrs UT ZIP 84078 (435) 781-7023 Natural Buttes
4. LOCATIONOF WELL(FOOTAGES)

11. QTRIOTR, SECTION, TOWNSHIP, RANGE,
Û . ()6 MERIDIAN:

ATSURFACE: 536' FSL & 1964' FEL y 'y / foi to A-7 SWSE 2 9S 20E

AT PROPOSED PRODUCINGZONE:

14. DISTANCEIN MILESAND DIRECTION FRGA NEAREST TOWN OR PÖST OFFIC 12. COUNTY 13. STATE:

0 UTAH

6.6 Miles Northeast of Ouray, UT Uintah

15. DISTANCETO NEAREST PROPERTY OR LEASE LINE(FEET) 16. OF ACRESIN LEASE: 17. NJMBER OF ACRES ASSIGNED TO THIS WELL:

536' 280 40

18. DISTANCETO NEAREST WELL(DRILLING,COMPLETED,OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION: y
APPLIEDFOR) ON THIS LEASE (FEET)

Refer to Topo C 10,000 BIA#103601473 dóTkdŸð9
21. ELEVATIONS(SHOW WHETHER DF, RT, GR, ETC.): 22. APPROXIMATEDATEWORK WILLSTART: 23. ESTIMATEDDURATION:

4673.5' GL
To Be Determined

24. PROPOSED CASING AND CEMENTINGPROGRAM

SIZE OF HOLE CASING SIZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY,YlELD,AND SLURRY½EIGHT

12 1/4 9 5/8 K-55 36# 900 230 sx Class G

7 7/8 4 1/2 HCP-110 11.6# 10,000 470 sx Hilift

1350 sx 50/50 Poz

25.
ATTACHMENTS

VERIFYTHE FOLLOWINGAREATTACHEDINACCORDANCEWITH THE UTAHOILAND GAS CONSERVATIONGENERAL RULES:

WELL PLATOR MAP PREPARED BYLICENSED SURVENDR OR ENGlhEER COMPLETE DRILLINGPLAN

EVIDENCEOF DIVISIONOF WATER RIGHTS APPROVALFOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANYOTHER THANTHE LEASE OWNER

OperationsCheryl Cameron TITLE

MtiCEIVED(This space for State use only)

Approvedby theutahDivisionof MM2 8 2002
API NUMBERASSIGNED:

DIVISION OF
1-- OIL,GAS AND MINING

(11/2001) ee in



EL PASO
T9S, R20E, S.L.B.&M. PRODUCTION OIL & GAS COMPANY

Well location, BAYLESS STATE #2--1, located as
shown in the SW 1/4 SE 1/4 of Section 2,

S89 55'W - 40.25 (G.L.O.) N89°57'W
- 40.16 (G.L.o.) T9S, R20E, S.L.B.&M. Uintah County, Utah.

BASIS OF ELEVATION

Lot 4 Lot J Lot 2 Lot 1 SPOT ELEVATIONAT THE SOUTHEAST CORNER OF SECTION
2, T9S, R20E, S.L.B.&M. TAKEN FROM THE OURAY SE,
QUADRANGLE,UTAH, UINTAH COUNTY, 7.5 MINUTEQUAD.
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY.
SAID ELEVATIONIS MARKED AS BEING 4676 FEET.
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SCALE

CERTIFICATE
THIS IS TO CERT1FYTHAT THE ABOVE PLAT WAS PREPARED FROM
FIELD NOTES OF ACTUALSURVEYS MADE BY ME OR l)NpER MY
SUPERVISIONAND THAT THE SAME ARE TRUEAND ßf TO THE
BEST OF MY KNOWLEDGEAND BELIEF.

BAR ESS S TATE /2- 1
b E/ev. Ungraded Ground = 4674' 1964' (comp.) z REGI TËRE LAÑO

REGÉTNATIOl(NO. 18 9L 2
S'y 1968 Brass Cap, STATEOF UTAH . g6,8 ssNCap 0.7' HIqh .'

*

or stones "
UINNH ENGINEERING & S

S89 37'W - 40.28 (C.L.O.) SB9°J7'W
- G.L.0. (Basis of Bearings) 85 SOUTH 200 EAST - VE 84078

2653.74' - (Measured) (435) 789-1017

LEGEND: SCALE DATE SURVEYED: DATE DRAWN:
1" = 1000' 12-6-01 12-7-01

=
90° SYMBOL PARTY REFERENCES

= PROPOSED WELL HEAD. LATITUDE =
40'03'32= B.B. C.T. C.G. G.L.O. PLAT

LONGITUDE=
109'3751,s WEATHER FILE EL PASO PRODUCTIONA = SECTION CORNERS LOCATED. COOL OIL & GAS



BAYLESS STATE #2-1
SWSE Sec. 2, T9S-R20E

Uintah County, UT
ML-47044

ONSHORE ORDER NO. 1

DRILLING PROGRAM

1. Estimated Tops of Important Geologic Marlœrs:

Formation Depth

KB 4,670
Green River 2,020
Wasatch 5,550
Mesaverde 8,750
Total Depth 10,000

2. Estimated Depths of Anticipated Water, Oil, Gas, or Mineral Fornations:

Substance Formation Depth

Green River 2,020
Gas Wasatch 5,550

Mesaverde 8,750

Water N/A
Other Minerals N/A

3. Pressure Control Equipment (Schematic Attached)

The BOP stack will consist of one 11" 3,000 psi annular BOP, one 11" 3,000 psi double ram,
and one l l' drilling spool. The lower ram will contain pipe rams, and the upper ram will
contain blind rams.

The choke and kill lines and the choke manifold will have a 3,000 psi minimum pressure
ratmg.

The hydrill will be tested to 1,500 psi. The rams, choke manifold, kelly safety valves, drill
string safety valves, and inside BOP will be tested to 2,000 psi.

4. Proposed Casing & Cementing Program:

Refer to the attached Cement & Casing



5. Drilling Fluids Program:

Refer to the attached Mud Program.

6. Evaluation Program: (Logging)

Refer to the attached Logging Program.

7. Abnormal Conditions:

Maximum anticipated bottomhole pressure calculated @10,000' TD approximately equals 4,000 psi
(calculated at 0.4 psi/foot).

Maximum anticipated surface pressure equals approximately 1,800 psi (bottomholepressure minus
the pressure of a partially evacuated hole calculated at 0.22



BAYLESS STATE #2-1
SWISE Sec. 2, T9S-R20E

Uintah County, UT
ML-47044

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. Existing Roads:

Refer to Topo Map A for directions to the location.

Refer to Topo Maps A and B for location of access roads within a 2-mile radius.

Refer to Topo Maps A and B for location of access roads within a 2 mile radius.

It has been determined during the on-site inspection on 3/11/02 that a culvert
shall be installed at the entrance to the access road.

All existing roads will be maintained and kept in good repair during all drilling and completion
operations associated with this well.

2. Planned Access Roads:

Refer to Topo Map B for the location of the proposed access road.

The upgraded and new portions of the access road will be crowned and ditched with a running
surface of 18 feet and a maximum disturbed width of 30 feet. Appropriate water control will be
installed to control erosion.

The access road was centerline flagged during time of staking.

Surfacing material may be necessary, depending upon weather conditions.

Surface disturbance and vehicular traffic will be limited to the approved location and approved
access route. Any additional area needed will be approved in advance.

3. Location of Existing Wells Within a 1-Mile Radius

Please refer to Topo Map C.

4. Location of Existing & Proposed Facilities

Thefollowingguidelines will apply if the well is productive.

All production facilities will be located on the disturbed portion of the well pad and at a
minimum of 25 feet from the toe of the back slope or the top of the fill slope.

A dike will be constructed completely around those production facilities which contain
fluids (i.e., production tanks, produced water tanks, and/or heater/treater). These



BAYLESS STATE #2-1 Surface Use & Operations Plan Page 2
will be constructed of compacted subsoil, be impervious, hold 100% of the capacity of
the largest tank, and be independent of the back cut.

All permanent (on-site six months or longer) above the ground structures constructed or
installed, including pumping units, will be painted a flat, non-reflective, earthtone color
to match one of the standard environmental colors, as determined by the five state Rocky
Mountain Inter-Agency Committee.

All facilities will be painted within six months of installation. Facilities required to comply
with the Occupational Safety and Health Act (OSHA) will be excluded. The required color
is Carlsbad Canyon, standard color number 2.5Y 6/2.

Any necessary pits will be properly fenced to protect livestock and prevent wildlife entry.

It has been determined during the on-site inspection on 3/11/02 that thepipeline is to be
buried at every crossing across the existing 2-track road.

Refer to Topo D for the proposed pipeline.

5. Location and Type of Water Supplv:

Water for drilling purposes will be obtained from Dalbo Inc.'s underground well located in Ouray,
Utah, Sec. 32, T4S, R3E, Water User Claim #43-8496, Application #53617.

Water will be hauled to location over the roads marked on Maps A and B.

No water well is to be drilled on this lease.

6. Source of Construction Materials

Surface and subsoil materials in the immediate area will be utiliæd.

Any gravel will be obtained from a commercial source.

7. Methods of Handling Waste Materials

Drill cuttings will be contained and buried in the reserve pit.

Drilling fluids, including salts and chemicals, will be contained in the reserve pit. Upon
termination of drilling and completion operations, the liquid contents of the reserve pit
will be removed and disposed of at an approved waste disposal facility within 120 days
after drilling is terminated.

The reserve pit will be constructed on the location and will not be located within natural
drainage, where a flood hazard exists or surface runoff will destroy or damage the pit
walls. The reserve pit will be constructed so that it will not leak, break, or allow discharge
of liquids.

A plastic reinforced liner with felt shall be used, it will be a minimum of 12 mil thick, with sufficient
bedding used to cover any rocks. The liner will overlap the pit walls and be covered with
dirt and/or rocks to hold it in place. No trashor scrap that could puncture the liner will
be disposed of in the pit; as discussed during the on-site
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Any spills of oil, gas, salt water, or other noxious fluids will be immediately cleaned up and
removed to an approved disposal site.

A chemical porta-toilet will be furnished with the drilling rig.

Garbage, trash, and other waste materials will be collected in a portable, self-contained, fully
enclosed trash cage during operations. No trash will be burned on location.

All debris and other waste material not contained in the trash cage will be cleaned up and
removed from the location immediately after removal of the drilling rig.

Any open pits will be fenced during the operations. The fencing will be maintained until
such time as the pits are backfilled.

No chemicals subject to reporting under SARA Title III (hazardous materials) in an amount
greater than 10,000 pounds will be used, produced, stored, transported, or disposed of
annually in association with the drilling of this well. Furthermore, no extremely hazardous
substances, as defined in 40 CFR 355, in threshold planning quantities, will be used, produced,
stored, transported, or disposed of in association with the drilling of this well.

Any produced water from the proposed well will be contained in a water tank and will thenbe hauled
By truck to one of the pre-approved disposal sites: RNI, Sec. 5, T9S, R22E, NBU #159, Sec. 35,
T9S, R21E, Ace Oilfield, Sec. 2, T6S, R20E, MC&MC, Sec. 12, T6S, Rl9E.

8. Ancillary Facilities:

None are anticipated.

9. Well Site Lavout: (See Location Layout Diagram)

The attached Location Layout Diagram describesdrill pad cross-sections, cuts and fills,and locations
of the mud tanks, reserve pit, flare pit, pipe racks, trailer parking, spoil dirt stockpile(s), and surface
material stockpile(s).

Please see the attached diagram to describe rig orientation, parking areas, and access roads.

Ifit is determined that a pit liner will be used at the on-site inspection, the reserve pit will be lined,and
when the reserve pit is closed, the pit liner will be buried below plow depth.

All pits will be fenced according to the following minimum standards:

39 inch net wire will be used with at least one strand of barbed wire on top of the net wire.
Barbed wire is not necessary if pipe or some type of reinforcement rod is attached to the
top of the entire fence.

The net wire shall be no more than two inches above the ground. The barbed wire shall be
three inches over the net wire. Total height of the fence shall be at least 42 inches.

Corner posts shall be cemented and/or braced in such a manner to keep the fence tight at all times.

Standard steel, wood, or pipe posts shall be used between the corner braces. Maximum
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between any 2 fence posts shall be no greater than 16 feet.

All wire shall be stretched, by using a stretching device, before it is attached to corner posts.

The reserve pit fencing will be on three sides during drilling operations, and on the fourth
side when the rig moves off location. Pits will be fenced and maintained until cleanup.

Location size may change prior to the drilling of the well due to current rig availability. If the
proposed location is not large enough to accommodate the drilling rig the location will be re-surveyed
and a Form 9 shall be submitted.

10. Plans for Reclamation of the Surface:

Producing Location:

Immediately upon well completion, the location and surrounding area will be cleared of all
unused tubing, materials, trash, and debris not required for production.

Immediately upon well completion, any hydrocarbons in the pit shall be removed in accordance
with 43 CFR 3162.7-1.

A plastic, nylon reinforced line with felt shall be used, it shall be torn and perforated beforebackfilling
of the reserve pit.

Before any dirt work associated with location restoration takes place, the reserve pit shall
be as dry as possible. All debris in it will be removed. Other waste and spoil materials
will be disposed of immediately upon completion of operations.

The reserve pit and that portion of the location not needed for production facilities/operations
will be recontoured to the approximate natural contours. The reserve pit will be reclaimed
within 90 days from the date of well completion, weather permitting.

To prevent surface water (s) from standing (ponding) on the reclaimed reserve pit area, final
reclamation of the reserve pit will consist of "mounding" the surface three feet above surrounding
ground surface to allow the reclaimed pit area to drain effectively.

Upon completion of backfilling, leveling, and recontouring, the stockpiled topsoil will be spread
evenly over the reclaimed area(s).

Dry Hole/Abandoned Location:

Abandoned well sites, roads, and other disturbed areas will be restored as near as practical to
their original condition. Where applicable, these conditions include the re-establishment of
irrigation systems, the re-establishment of appropriate soil conditions, and re-establishment
of vegetation as specified.

All disturbed surfaces will be recontoured to the approximate natural contours, with reclamation
of the well pad and access road to be performed as soon as practical after final abandonment.
Reseeding operations will be performed after completion of other reclamation
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11. Surface Ownership:

Ute Indian Tribe

12. Other Information:

All lease and/or unit operations will be conducted in such a manner that full compliance
is made with all applicable laws, regulations, the approved Plan of Operations, and any
applicable Notice of Lessees. The Operator is fully responsible for the actions of his
subcontractors. A copy of these conditions will be furnished to the field representative
to ensure compliance.

The Operator will control noxious weeds along Rights-Of-Way for roads, pipelines, well
sites, or other applicable facilities.

A Class III archaeological survey has been completed and a copy of this was submitted to
The Ute Indian Tribe and the Bureau of Indian Affairs prior to the on-site inspection.

This location is not within 460' from the boundary of the Natural Buttes Unit, nor is it
Within 460' of any non-committed tract lying within the boundaries of the Unit.

13. Lessee's or Operators's Representative & Certifcation:

Cheryl Cameron Scott Palmer
Regulatory Analyst Drilling Manager
El Paso Production O&G Co. El Paso O&G Co.
P.O. Box 1148 9 Greenway Plaza
Vernal, UT 84078 Houston, TX 77046
(435) 781-7023 (713) 877-7982

Certification: All lease and/or unit operations will be conducted in such a manner that fullcompliance
is made with all applicable laws, regulations, Onshore Oil and Gas Orders, the approved Plan of
Operations, and any applicable Notice to Lessees.

The Operator will be fully responsible for the actions of its subcontractors. A complete copy of the
approved "Application for Permit to Drill" will be furnished to the field representative(s) to ensure
compliance and shall be on location during all construction and drilling operations.

El Paso Production O&G Co. is considered to be the operator of the subject well. El Paso Production
O&G Co. agrees to be responsible under terms and conditions of the lease for the operations
conducted upon leased lands.

Bond coverage pursuant to 43 CFR 3104 for lease activities is being provided by El Paso Production
O&G Co. Bond #400JUO705and BIA Nationwide Bond No.
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I hereby certify that I, or persons under my supervision, have inspected the proposed drill site and
access route, that I am familiarwith the conditions that currently exist; that the statements made in this
plan are, to the best of my knowledge, true and correct; and the work associated with the operations
proposed herein will be performed by the Operator, its contractors, and subcontractors in conformity
with this plan and the terms and conditions under which it is approved.

9.44 ,,
03/15/03

Ch Cameron



Producdon

DRILLINGSCHEMATIC
COMPANY NAME El Paso Production Company DATE March 18, 2002

WELL NAME Bayless State 2-1 TD 10,000' MD/TVD Permit depth

FIELD Ouray COUNTY Uintah STATE Utah ELEVATION 4,670' KB 4,690'

SURFACE LOCATION 66Œfêt-19804EL, SW/SE, SEC 2, T9S, R20E §§ FSL / g (FL BHL Straight Hole

OBJECTIVE ZONE(S) Lower Green River, Wasatch, Mesa Verde

ADDITIONAL INFO Regulatory Agencies: BLM, UDOGM, Tri-County Health Dept.

e e
0"H• 4t iiO = ¡ HE

90' 14"

12-1/4" 9-5/8", 36# K-55, LTC Air mist

900' MDITVD , r ' r ' r

Green River @ 2,020'

Mud Loggers from surface to TD Water/Gel

Open Hole Logs - Platform Express 7-7/8" 4-1/2", 11.6#, HCP-110, LTC Polymer

Wasatch 5,550• 8.5-10- ppg WBM

Mesaverde @ 8,750'

TD @



Page 2/3

PBSO Production

DRILLING PROGRAM
CASINGPROGRAM

CONDUCTOR 14" 0-40'

3520 2020 489000

SURFACE 9-5/8" 0-900' 36.00 K-55 STC 6.97 4.80 5.93
8650 10690 279000

PRODUCTION* 4-1/2" 0-TD 11.60 HCP-110 LTC 2.45 2.06 1.68

i) Maximum Anticipated Surface Pressure (MASP) (Conductorand Surface Casings) = (Frac Gradientat Shoe - Gas Gradient (0.115psilft))(TVD)

2) MASP (Int Casing) = Pore Pressure at Next Casing Point - (Gas Gradientx TVD of Next Casing Point x 0.67) - (Mud Weight x TVD x 0.052 x 0.33)

3) MASP (Prod Casing) = Pore Pressure -(Gas Gradientx TVD of Production Interval)

(Burst Assumptions: FG @9-5/8" shoe = 13.0 ppg, Max Pore Pressure = 9.0 ppg EMW)

(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: Air Weight of Casing, 50000 lbs overpull)

CEMENT PROGRAM

SURFACE 450 Class G + 2% CaCl2+ 0.25 lb/sk Cello 230 35% 15.60 1.18

Flake
PRODUCTION LEAD 5,050' Hilift+ 12% gel + 3% salt + 1% D79 470 60% 11.00 3.91

+ 0.5% D112 + 0.2% D46

TAIL 4,950' 50/50 Poz/G + 10% salt + 2% gel 1360 60% 14.10 1.33
+ 0.2% D46

* or 15% over caliper Iog in open hole

FLOAT EQUIPMENT & CENTRALIZERS

SURFACE Guide shoe, 1 jt, insert float. Centralize first 3 joints with bow spring centralizers. Thread lock guide shoe.

PRODUCTION Float shoe, 1 jt, float collar. Centralize first 3 joints & every thirdjoint to top of tail cement with bow spring
centralizers.

ADDITIONAL INFORMATION

Test casing head to 750 psi after installing. Test surface casing to 1,500 psi prior to drilling out. BOPE: 11" 3M with one
annular and 2 rams. Test to 3,000 psi (annular to 1,500 psi) prior to drilling out. Record on chart recorder & tour sheet.
Function test rams on each trip. Maintain safety valve & inside BOP on rig floor at all times. Kelly to be equipped with upper &
lower kelly valves. Drop Totco surveys on bit trips only. Maximum allowable hole angle is 5 degrees.

DRILLING ENGINEER: DATE:

Buddy Novak

DRILLING SUPERINTENDENT:



EL PASO PRODUCTION OIL & GAS COMPANY
BAYLESS STATE #2-1

SECTION 2, T9S, R20E, S.L.B.&M.

PROCEED IN A WESTERLY DIRECTION FROM VERNAL, UTAH ALONG U.S.
HIGHWAY 40 APPROXIMATELY 14.0 MILES TO THE JUNCTION OF STATE
HIGHWAY 88; EXIT LEFT AND PROCEED IN A SOUTHERLY DIRECTION
APPROXIMATELY 17.0 MILES TO OURAY, UTAH; PROCEED IN A SOUTHERLY
DIRECTION APPROXIMATELY 3.2 MILES ON THE SEEP RIDGE ROAD TO THE
JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE EAST; TURN
LEFT AND PROCEED IN AN EASTERLY DIRECTION APPROXIMATELY l.0
MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE
NORTHEAST; TURN LEFT AND PROCEED IN A NORTHEASTERLY DIRECTION
APPROXIMATELY 0.5 MILES TO THE JUNCTION OF THIS ROAD AND AN
EXISTING ROAD TO THE SOUTHEAST; TURN RIGHT AND PROCEED IN A
SOUTHEASTERLY, THEN NORTHEASTERLY DIRECTION APPROXIMATELY
1.9 MILES TO THE BEGINNING OF THE PROPOSED ACCESS TO THE
NORTHWEST; FOLLOW ROAD FLAGS IN A NORTHWESTERLY DIRECTION
APPROXIMATELY 200' TO THE PROPOSED LOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL
LOCATION IS APPROXIMATELY 37.6



EL PASO PRODUCTION OIL & GAS COMPANY
BAYLESS STATE #2-1

LOCATED IN UINTAH COUNTY, UTAH
SECTION 2, T9S, R20E, U.S.B.&M.

LO N

- ICORNÈR#S

PHOTO: VIEW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: SOUTHERLY

GINNING OF ROAD

PHOTO: VIEW OF BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: NORTHERLY

, Uintah Engineering & Land Surveying LOCATION PHOTos 12 10 0 1 ruoto
85 South 200 East Vernal, Utah 84078 tiooni i>At ask

-sino ima- 435-789-1017 uels@uelsinc com TAKD BBB.B. DRtB3 8t PAI. RE ISElg
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LEGEND: EL PASO PRODUCTION OIL & GAS COMPANY
pf DISPOSAL WELLS WATER WELLS N BAYLESS STATE #2-1
e PRODUCING WELLS ABANDONED WELLS SECTION 2, T9S, R20E, S.L.B.&M.

SHUT [N WELLS TEMPORARILY ABANDONED 536' FSL 1964' FEL

- Uintab Engineering & Land Surveying TOPOGR A PH 1 C 12 1 0 1
85 South 200 East Vernal, LTtah 84078 ÅÍ Å Ë ONT] DAY YEAR

(435) ~789-1017 * FAX (435) 789-1813
SCALE:I" = 2000' DRAWNDY:ER REVISED:



PROPOSED LOCATION:
BAYLESSSTATE #2-1

676

11 9

APPROXIMATE TOTAL PlPELINE DISTANCE = 5300' +/-

LEGEND: EL PASO PRODUCTION OIL & GAS COMPANY
EXISTING ROAD N BAYLESS STATE #2-1
PROPOSED ACCESSROAD SECTION 2, T9S, R20E, S.L.B.&M.

------------ PROPOSED



EL PASO PRODUCTION OIL & GAS COMPANY

LOCATION LAYOUTFOR Proposed Access
.E Road

BAYLESSSTATE #2-1
SECTION 2, T9S, R20E, S.L.B.&M.

536' FSL 1964' FEL

C-0.4' pg pg
U. 73.9' E/. 73.5'

Sta. J+25
60 C-0.2'

SCALE: 1" = 50' E. 73.7'

DATE: 12-7-01
Drown By· C.G.

Approx.
Top of

NO7E.- Cut Slope

Flare Pit is to be located PIPE TUBS
a min. of 100' from the
We// Head

PIPE RACKS

E/. 74.5' - Pit 7 PS //·
· \ ¡C-11.0' /MRE P/T .

Û-Û.6' C-0.5'
- - - C-0.4'

(htm. pit) . £7. 74.1' B. 74.0'

C 87 5
>5• - s 11o Stp. 1+50

100'
TOILET O 1

,
--

C-0.4
n: 8. 73. 9'r

- - RESERVE P/TS ---- --

UGHT PLANT
(10' Deep) ----

---- I BOILER
P/t Capacity Mith
2' of Freeboard PUMP HOUSE

CO OR WAATER

is ±9, 650 Bb/s.

BOOSTER
Sta. 0+65

E/. 74.7 C-0.6'
C-11.2' PROPANE B. 74.1'
(htm. p/t

5 Sta. 0+00
Topsoi/ StockpRe

'
C-0.4'

C 70 > Construct Diversion Oitch

B. 4.2'

NOTES: FIGURE #1
Bev. Ungraded Ground At Loc. Stake = 467J.9,' ÜINTAII ENGINEERING & LAND SURVEYING
F/N/SH£D GRADE ELEV A T LOC. STAKE = 467J.5 ,, ,, 24, ,,,, . ,,,,,,, y,,, ,44,, . ,,,,,



EL PASO PRODUCTION OIL & GAS COMPANY
TYPICAL CROSS SECTIONS FOR .X-Section

scale BAYLESS STATE #2-1
SECTION 2, T9S, R20E, S.L.B.&M.

1" = So' 536' FSL 1964' FEL

DATE: 12-7-01
Drawn By C.G.

60° 110
I i a

Finished Grade

CUT

STA. J+25

150' 110'
I i

Location Stake

CUT CUT

I i I i I i i I i i i I I i i I i i

S TA. 1+50

15' 100' 35' 110'
I i I i I

Slope = 1 1/2. 1

cur STA. 0+65
i I i

35' 110'

Preconstruction
Grade

CUT CUT
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/ EXCESS MATERIALAFTER

APPROXIMATE YARDAGES 5% COMPACTION = J,790 Cu. Yds.

Topsoil & Pit Backfill = J, 790 Cu. Yds.
CUT (1/2 Pit Vol.)
(12") Topsoil Stripping = 2,450 Cu. Yds.

EXCESS UNBALANCE = 0 Cu. Yds.
Rernaining Location = 2,620 Cu. Yds. (After Rehabilitation)

TOTAL CUT = 5,070 CU.YDS.
UINTAH ENGINEERING & LAND SURVEYING

FILL = 1,220 CU.YDS. as s.. zoo z.., • v,,,..z. ve.» avoya •<4ss)
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APPLICATIONWORKSHE
IT TO DRILL

APD RECEIVED: 03/26/2002 API NO. ASSIGNED: 43-047-34540

WELL NAME: BAYLESS ST 2-1

OPERATOR: EL PASO PROD OIL & GAS ( N1845 )

CONTACT: CHERYL CAMERON PHONE NUMBER: 435-781-7023

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SWSE 2 090S 200E

SURFACE: 0536 FSL 1964 FEL Tech Review Initials Date

BOTTOM: 0536 FSL 1964 FEL Engineering
UINTAE

NATURAL BUTTES ( 630 ) Geology

LEASE TYPE: 3 - Stat Surface

LEASE NUMBER: ML-47044

SURFACE OWNER: 2 - Indian

PROPOSED FORMATION: WSMVD

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit

Bond: Fed[] Ind[] Sta[3] Fee[] gy 'R649-3-2. General
(No. 400JUO705 ) Siting:460 From Qtr/Qtr & 920'Between Wells

Potash (Y/N) R649-3-3. Exception
Oil Shale 190-5 (B) or 190-3 or 190-13

Water Permit \/ Drilling Unit

No.43-8496 ) Board Cause No: -) p

RDCC Review (Y/N)
Eff Date: ).)

(Date: )
Siting:

Fee Surf Agreement (Y/N) R649-3-11. Directional Drill

COMMENTS :

STIPULATIONS:



OPERATOR: EL PASO PROD O&G (N1845)

SEC. 2, T9S, R20E

FIELD: NATURAL BUTTES (630)

Utah OilGas and Mining
COUNTY: UINTAH CAUSE: 173-16 (40')

SS R20E
TABBEE M 197 NATURAL BUTTES

FIELDSHELL-STATE1

TABBEE 34-157

STATE 35 7

TABBEE 34 20 TABBEE 34-158

WITCF+ITS 36 ll? WIS5isp 36 lu

34 - -gyE-TRIBAt 3STI2
I tTE TRign| 35.1 p

TAbidE .a 1!i
IITE TRIBA WISSiUPETAL3615

WITCMITS36 199

DM ICE FP GAY TRiBAL 3
TRIBAL36271 WISS1UP36-186

WISSIUP 36-114

TABBEE34-110 TRIBAL3f+21(1
E TsañAI IS 11

T9S R20E
TRIBAL 2-119 KURIP 1 27

UTE TRIBAL 2-169

ARCHEE 1-117

POST 3 24 KURIP 1-167

IGNACIO 2 25
TRIBA 2-168 ARCHEE1-202

TABBEE 120

KURIP 1-116

2

ARCHEE 1-118

CAUSE 173-13 (8/320') e
BAYLESSST 2-1 (3-24-99)

CAUSE 173-16 (40')
NBU 317-12E

(1-13-2000)
NATURALBUTTES UNIT

DUCK CREEK 72-10 DUCK CREEK 65 10

12
10 11

NBU 16

DUCKCREEK 1-11G

DUCKCREEK 2-10G

PREPARED BY: LCORDOVA
DATE:



DIVISION OF OIL, GAS AND MINING
APPLICATION FOR PERMIT TO DRILL

STATEMENT OF BASIS

Operator Name: EL PASO PRODUCTION OIL AND GAS COMPANY
Well Name & Number: BAYLESS ST 2-1
API Number: 43-047-34540
Location: 1/4,1/4 SW/SE Sec. _L T. % R. 20E

Geology/Ground Water:

El Paso proposes to set 900' of surface casing at this location. The depth to the base of the
moderatelv saline water at this location is estimated to be at a depth of 200'. A search of

Division of Water Rights records shows no water wells within a 10,000 foot radius of the center
of section 2. The surface formation at this site is the Uinta Formation. The Uinta Formation is

made up of interbedded shales and sandstones. The sandstones are mostly lenticular and
discontinuous and should not be a significant source of useable ground water. The Proposed

surface casing should be adequate to protect any useable groundwater in this area.

Reviewer: Brad Hill
Date: 04/16/02

Surface:

Surface rights at the proposed location are owned by the Ute Indian Tribe. EOG Resources is

responsible for obtaining any rights-of-way or surface permits needed from the Ute Tribe.

Reviewer: Brad Hill
Date: 04/16/02

Conditions of ApprovallApplication for Permit to Drill:



Points of Diversion Page 1 of2

UTAH DIVISION OF WATER RIGHTS

WATER RIGHT POINT OF DIVERSION PLOT CREATED TUE, APR 1

PLOT SHOWS LOCATION OF 0 POINTS OF DIV

PLOT OF AN AREA WITH A RADIUS OF 10000 FEET

FEET, FEET OF THE CT CORNER,
SECTION 2 TOWNSHIP 9S RANGE 20E SL BASE

PLOT SCALE IS APPROXIMATELY 1 INCH = 4000 FE

NORTH
**kk*****

******kk* *********

*** ***

*** ***

** **

*** ***

**
**

**
**

*** ***

** **

*** ***

*** ***

********* ***kkk***

*********

http://nrwrtl.nr.state.ut.us/cgi-bin/wwwplat.exe?rad=10000&ns=&ew=&cor=CT&sec=2&to...
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Well name: 04-02 EIPaso Bayless ST 2-1
operator: El Paso
String type: Surface Project ID:

43-047-34540

Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 78 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 250 ft

es g factor 1.00 Cement top:
Burst

Max anticipated surface
pressure: 0 psi

internal gradient: 0.545 psilft Tension: Non-directional string.
Calculated BHP 491 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 10,000 ft
Tension is based on buoyed weight. Next mud weight: 10.500 ppg
Neutral point: 788 ft Next setting BHP: 5,455 psi

Fracture mud wt: 13.000 ppg
Fracture depth: 900 ft
Injection pressure 608 psi

Run Segment Nominal End True Vert Measured Drift Est.

Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (In) (Ibs/ft) (ft) (ft) (in) ()
1 900 9.625 36.00 K-55 LT&C 900 900 8.765 11068

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 393 2020 5.14 491 3520 7.17 28 489 17.23 J

Prepared DKD Phone: 801-538-5281 Date: April 15,2002

by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City, Utah

ENGINEERINGSTIPULATIONS:190NE Mme G s, ga l ( Me C end e A 4e i r e pg ( g

Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 900 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.

In addition, burst strength is biaxially adjusted for tension.

Engineering responsibilityfor use of thisdesign wi/Ibe thatof the



Wellname: 04-02 EIPaso Bayless ST 2-1
Operator: El Paso
String type: Production Project ID:

43-047-34540
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mudweight: 10.500 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 205 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 250 ft

Burst
eg factor 1.00 Cement top:

Max anticipated surface
pressure: 0 psi

Intemal gradient: Tension: Non-directional string.
Calculated BHP 5 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 8,430 ft

Run Segment Nominal End True Vert Measured Drift Est.

Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (In) (Ibs/ft) (ft) (ft) (In) ()
i 10000 4.5 11.60 HCP-110 LT&C 10000 10000 3.875 61320

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 5455 8650 1.59 5455 10694 1.96 98 279 2.85 J

Prepared DKD Phone: 801-538-5281 Date: April 15,2002

by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City,Utah

ENG1NEERINGSTIPULATIONS: NONE-- O A 5 (
Collapse strength is based on the Westcott, Dunlop&Kemler method of biaxial correctionfor tension.
Collapse is based on a vertical depth of 10000 ft, a mud weight of 10.5 ppg The casing is considered to be evacuated for collapse purposes

In addition, burst strength is blaxially adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the
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2002

DIVISION OF
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UNITED STATES GOVERNMENT

MEMORANDUM
DATE: APR0 1 2002

REPLY TO 26,
ATTNOF: Nu utm¾t Uintah & Ouray Agency

SUBJECT: APD Concurrence for El Paso Froduction Oil & Gas Copapany

TO: Bureau of LandManagement,Vernal District Office
Attn: Mineralsand MiningDivision

We recommend approval of the Application for Permit to Drill (APD)for a drillsite, access

road and pipeline with required stipulations:

ROW H62-2002-104-State 11-36, N/2SWl4,Sec.36, TSS,R21E., SLB&M -Pipeline

Corridor
ROW 862-2002-102•Bayless State 2-1, SW/45E/4 & S/2 SWl4 Sec. 1 T98, R20E, & the S/2

SE/4 Sec 2, T98, R20E., SLB&M-Pipeline ROW
ROW H62-2002 101- BaylessState 2-1, SWl4SE/4,Sec. 2, T98, R20E., SLB&M-

Drillsite/AccessRoad
ROW H62-2002-103,Ute Tribal 31-31,N/2 SE/4 See. 25, T4S, R1E., W/2SW/4,E/2SW/4

Sec.30, T45, R2E and the NW/4 NE/4 Sec.31, T48, R2E., USB&M.- Access Road &

Pipeline Corridor

Based on available infonnationreceived 03-13-02 the proposedlocationwas cleared in the

followingareasof environmental impact.

YES NÓ X Listedthreatenedendangeredspecies
YES NO X Criticalwildlife habitat
YES NO X Archaeological or culturalresources
YÉš NO Air quality aspects (to beused only if Project isinor adjacentto a ClassI

area

Enclosed is a copy of the Bureau of Indian Atrairs, Environmental Analysis (EA)

concurred and signed by the Ute Indian Tribe. Please refer to item 6.0 Mitigation
Stipulations as well as any applicable stipulations in 10.0 for additional stipulations.

REMARKS: The Utc Tribe Energy & Minerals (E&M) Departmentalso requiresthat all

companics adhere to the followingcriteria, duringand after,all phases of construction
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UnitedStates Departmentof the Interior
BUREAUOF INDIAN AFFAIRS

Utatak and OurayAgency
P. O. Box130

988 South 1500East
Fort Duchesas,Utah 84026·4130

(801)723·4300

otaravammm
neainstnasene..
(aos 722.4322 April 1, 2002

El PasoProductionOil & GasCompany
CoastalTower,Nine GreenwayPlaza
Houston, TX 77046-0995

Dear Sirs:

This is your authorityto proceed with constructionof the followingright-of-ways.

ROW NO. LOCATION Sec.- T.R. ROW TYPE LEGALS

2002-104 State 11-36 36, 8S, R21E Pipeline Corridor N/2SW/4

2002-102 Bayless State 2-1 1, 98, R20E Pipeline ROW SW/48E/4 & S/2SW

2, 98, R20E S/2SE/4

2002-101 Bayless State 2-1 2, 98, R20E DriMaite/AccessRoad SWl4SE/4

2002-103 Ute Tribal 31-31 25, T48, RIE PipeBae Corridor/Access N/2SE/4

30, T4S, R2E Road Wl2SW/4, E/28Wl4

31. T4S, R2E NW/4NE/4

Enclosed is your file copyof the Bureau of IndianAffairs, EnvironmentalAnalysis Report(s) (EA).

The Tribalstipulationsand concurrencessignaturesare listedon the back of this report. Pleaseadhere

to all stipulationsfor both entities.

Enclosed is a Grantof Easement for this right-of-way. Upon completion,please submitAgdsvit of

completionsothatwemayrecordtheGrantofEasement with our titleplant.

Pleasecontact the Ute IndianTribe's EnergyandMineralDepartment prior to constructionto obtain an

access permit and retain this letter as your permit to constructupon tribal lands. Also, remiq4 your

field perçonnel of tht grearmrestrittions on the Üintahand Ogray Res¢rystion.

If you have any questionsplease contactMr. CharlesCameron,Chief,Branchof Real Estate Services,

SupervisoryPetroleumFagin- at (435)722-4311.

Sincerely,

ant

ec: UITEnergyA Minerals
gle





005 State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Imavitt PO Box 145801Governor
Salt Lake City, Utah 84114-5801

Kathleen Clarke
Executive Director 801-538-5340

Lowell P. Braxton
801-359-3940(Fax)

Division Director 801-538-7223 (TDD)
April 16, 2002

El Paso Production Oil & Gas Company
PO Box 1148
Vernal UT 84078

Re: Bayless State 2-1 Well, 536' FSL, 1964' FEL, SW SE, Sec. 2, T. 9 South, R. 20 East,

Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah

Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill

the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous

operation is underway, or a request for extension is made prior to the expiration date. The API

identification number assigned to this well is 43-047-34540.

cerely,

ohn R. Baza
Associate Director

er
Enclosures
cc: Uintah County Assessor



Operator: El Paso Production Oil & Gas Company
Well Name & Number Bayless State 2-1

API Number: 43-047-34540

Lease: ML 47044

Location: SW SE Sec._2_ T. 9 South R. 20 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation

General Rules, and the applicable termsand provisions of the approved Application for Permit to

Drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following actions

during drilling of this well:
• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program

• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone numbers

(please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division, including but

not limited to the Entity Action Form (Form 6), Report of Water Encountered During Drilling

(Form 7), Weekly Progress Reports for drilling and completion operations, and Sundry Notices

and Reports on Wells requesting approval of change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,

historical, or paleontological remains. Should archeological, historical or paleontological remains

be encountered during your operations, you are required to immediately suspend all operations

and immediately inform the Trust Lands Administration and the Division of State History of the

discovery of such remains.

5. In accordance with Order in Cause No. 190-5(b) datedOctober 28, 1982, theOperator shall

comply with requirements of Rules R649-3-31 and R649-3-27 pertaining to Designated Oil Shale

Areas. Additionally, the operator shall ensure that the surface and/or production casing is

properly cemented over the entire oil shale interval as defined by Rule R649-3-31. The Operator

shall report the actual depth the oil shale is encountered to the Division.

6. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the
Statement of Basis. (Copy Attached)

7. Surface casing shall be cemented to the
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1388 South 1200 East
Vemal, Utah 84070
Phone:(435)-781-7024
Fax; (435)-781·7094
Sheila.Upehego@Elpaso.com

F -

To: DustinDoucet Fromi SheilaUpchego

Faxi (801) 538-5281 Datei May 1, 2002

Phonel (801) 359-3940 Pages: 4

Re: BaylessState#2-1 Oct

X Urgent 0 For Review 0 Please Comment O Please Reply O Please Recycle

•Comments: Attached is the sundry for TO Change on the Bayless State #2·1.

If you have any questions please feel free to contact me at (435) 784-7024.

Thanks.

Sheila

RECEivED

DIVlSiON OF
OIL, GAS AND M
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Forms STATE OF UTAH

" 00NFllENTIAL
DEPARTMENTOF NATURALRESOURGES

DIVISIONOFOIL,GASANDMINING e. i.ease Designation andSerial Number
ML-47044

7. Indian Allonee orTribe Name
SUNDAYNOTICESAND REPORTS ON WELLS UteTribe

Donotusethisformforproposalstodrlinewwens,deepenexistingweb, ortoreenterpluggedandabandonedweis. 8. Unitor Communitization Agreement
UseAPPI.ICATIONFORPEMIIT- forsuchproposals

1- Type of Well 9. WeilName and Number

II W mer (eg) Baylem$tate #2-1
2. Namo ofOperator 10. APt Wou Number
El Paso ProductionOil & Gas Company 43-047-34540
3. Address of Operator 4. Telephone Number 11. Fieldand Pool. ofWildcat
P.O. Box 1148 Vernal, Utah 84078 (435) 781-7024 NaturalButtes
5. Location ofWell

Footage ; 536'FSL& 1964'FEL County : Uintah
00, Soo,T., R., M. . SWSE section2-T9S-R20E State : Utah

12. CHECK APPROPRIATE BOXES TO INDICATE MATUREOF NOTICE, REPORT, OR OTHER DATA
NOTICEOF INTENT SUBSEOUENT REPORT
(Submitin Duplicate) (Submit OriginalForm Only)

Abandonment New Construction Abandonment ' New Construction
CasingRepair Pull orAlter Casing Casing Repair Pull or Alter Casing
ChangeofPlans Aeoompletion Change ofPlana Shootor Acidize
Conversionto injection Shoot of Aoldlze Conversianto injection Vent or Flare
Fracture Treat Vent or Flere Fracture Yreat WaterShut.Off

MultipleCompletion Water Shut-Off Other
Other

DateofWork Cornpletion
Approximate Date Work WHIStart Immediate

Report feeuite ofMultipleCompletieneand Accompletionsto dIttetentreservoirs
on WELA.COMPLETIONOR RECOMPLETIONANDLOGiorm,
* Must be accompanied by a comentverificatlon re .

13, DESCRIBEPAOPOBEDOR COMPLETEDOPERATIONS(Clearlystateallpertinent details, and give pettinentdates, ifWellladireallonallydrilled,give subsurface
locations andmeasuredand true vertien!depths for allmarkersand zonespertinent10 thiswork.)

The operator requests authorizationto change the Cmt, Csgand Lhe approvedTD from 10,000' to 13,200'.

Please refer to the attaclied DownHole Diagram.

14a. he yo

Title Roggatogyst Date 05/01/02

(State useOnly)

APPROVED BYTHESTATE coWŒNHOC- RECl vEDOF UTAH DIVISION OF
OIL, GAS AND MINING 2002

DAT
Divis ON oF

OIL, GAS AND
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A° - CONFllENTIAL
DRILLINGPROGRAMFOR SUNDRY

COMPANYNAME El Paso Producifon Company DATE April 30, 2002
WELLNAME Bayless State 2·1 TO 13,200' McVfVD
RIELD Ouray couNTY ulntah STATEutan ELEVA'r10N 4.089' KB
SURFACELOCATION ses FSL 1064'FS SWISEr SED 2, TS3, R20E SMI. Strakht Hola

OBJECTIVEzoNE(S)
ADDITIONALINPD Re ety A engles. BLM,BIA.UDOGM.TA-Count(HeallnOg.

.I- 40'

17·1/J" 13-3/6
, 84.5 K.56, $fC Jr

Preset 46& MotTVD

Green River O 8,080'

12 1/4' 5·WB",406 Sei, LTC 8 4- 0 ppg
v.BM

41/2*TOC &5,000'

Wasatch & 6.560'

7.20& MO/TVD

Moseverde & 0,750

Platform E fase 9.0-1 0 ppg
Mud Log 8 14• 4 1/2·, 11.os, .

P-110,LT( WBM

I.ewer Mese Verde O 11,218'



NAY-01-2002HED03:34 PMELPASOPRODUCTION FAXNO.4357817094 P. 04

00NPllENTIAL
.... ... ApesoProduedan

CONDUCTOR 20• a,4o'

SURFACII 13•2/S' 0-450' $4 39 K-65 STC 16 22 8 06 4.42

INTERMEDIATE e-sta" 0.7200' 400 8-95 LTc 1.82 1 26 2 54

PAODUOTION +1/2" 0-TD 11.89 McP-110 LYC 1.50 1,40 1 37
1) Moimum Antialpated Budase PreseMrs (MASP) (Conduelor and Burtson Cqa(ngs) ..(Freo Gmderliet Shoe - Gaa Gradieft (0.116pelAQ)(TVD)
a) MAsP (In:casite)= Pere Þressure at Ned Casing Pairt - (Gas Oradierg xTvo et NonecasingPoirixo.87) •(MudWeigtsx TVDno 05:n ose)

MASP (ProdOssing) - Pers Pressure - (Gas dragoni xTVD of Produodon Irgenel)
(suratAaeumpuons: Fa e a-sm shoe . i2.a ppg.MaxPare Pressurm= 0.0 Ppg EMW)
(colapseAssumpdan: 75% Evacuated Cating, MaxMW) (TensionAssumpliano AlrWeight of Casing, 50000 lba guerpull)

0EMFNY PROGRAM

SuelFACE 450 Claus O + 2% CaCI. 480 60% 15.00 1 18

INTEAM&DIATE Œg 5000 HIllit+ 12% gel+ S%salt y 1% D79 + duo SO% i1 00 3 91

TAL 2200 60/80 Poz/G + 10% sat + 2% gel 550 00% 14 10 23

PhoDUCTION

Yell 8200 50/60 Pat Claes O + 2% 020 2410 20% 14 20 1.26

+ .2% D13' or 15% over milperlog

FLOAT80u!PMEMT &CENTRALIFFNs

SUAPACE auideeben, 1 11.Insertflost. Coritralize(itat3 jointswithÞe spring
centrall2ers.Thread lack gulde shoa,

INTERMEDIATE Floatshoe, 1 it,floatcollar Contrallzefitti 3)olnie & everythirdjointtotopci tallcoment wth bow
opung centralizem

PRODUCTION Floatarice, 1 Jt,floatcollar contraIzeIIrat3 joints every thirdcitato top of aemant h bow
apring eañitalizera.

ADDITIONALINFORM ITioN

Testcasingheadto 7eo poiafter installing Test omfaceeasingto 1,500 priorto sii out
BOPE: 10 SW 6M with one annularand 2 rams. Testle 8,000pal (annularto e,500ps0 lor to driung oui, Ranord an ohad moorder &
tourshaal. Function test swne on each top Maintain safetyvane & Inside DOPonríþAourat al times.Kellyto be e I wth appet
& lawar manyunivas.

Hun Toloosmays•¶2000' Mmamum allowablehelaanglek i degrees.

DRILUNG ENGINEER: DATE:
eenundsey

DRILLINGsuPERINTENDANT: DATE:
Lany
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04-02 ElPaso Bayless ST 2dev.
Casing Schematic CDNFlDENTlAL

Surface
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MW 8.4 450. MD

Frac 13.
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9-5/8" Intermediate
MW 9. 7200. MD

Frac 12.5

4-1/2" Production
MW l1.2 13200.



-CONFllENTIAL
Well name: 04-02 EIPaso Bayless ST 2-1rev.
operator: El Paso
String type: Surface Project ID:

43-047-34540

Location: Uintah County

Design parameters: Minimum design factors: Environment:

Collapse Collapse: H2S considered? No

Mudweight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 71 °F

Temperature gradient: 1.40 F/100ft

Burst
Des g factor 1.00 e

tmbsectionlength

Max anticipated surface
pressure: 0 psi

Internal gradient: 0.468 psilft Tension: Non-directional string.

Calculated BHP 210 psi 8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1.60 (J)
Premium: 1.50 (J)
Bodyyield: 1.50 (B) Re subsequent strings:

Next setting depth: 7,200 ft
Tension is based on buoyed weight. Next mud weight: 9.000 ppg
Neutral point: 394 ft Next setting BHP: 3,366 psi

Fracture mud wt: 13.000 ppg
Fracture depth: 450 ft
Injection pressure 304 psi

Run Segment Nominal End True Vert Measured Drift Est.

Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (In) (Ibs/ft) (ft) (ft) (in) ()

1 450 13.375 54.50 K-55 ST&C 450 450 12.49 7862

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

i 196 1130 5.75 210 2735 13.00 21 547 25.47 J

Prepared DKD Phone: 801-538-5281 Date: May 2,2002

by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City,Utah

ENGINEERING STIPULATIONS: OilShale, Surface Casing Cement to Surface
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxialcorrectionfor tension.

Collapse is based on a vertical depth of 450 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.

In addition, burst strength is biaxially adjusted for tension.

Engineering responsibility for use of thisdesign will be thatof the



CONFllENTIAL
' Well name: 04-02 EIPaso Bayless ST 2-1rev.

Operator: El Paso
String type: Intermediate Project lo:

43-047-34540

Location: Uintah County

Design parameters: Minimum design factors: Environment:

Collapse Collapse: H2S considered? No

Mudweight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 166 °F

Temperature gradient: 1.40 °F/100ft

Burst
D g factor 1.00 C

entmsection length

Maxanticipated surface
pressure: O psi

Internal gradient: 0.623 psilft Tension: Non-directionalstring.

Calculated BHP 4,488 psi 8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1.60 (J)
Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 13,200 ft
Tension is based on buoyed weight. Next mud weight: 12.000 ppg
Neutral point: 6,236 ft Next setting BHP: 8,229 psi

Fracture mud wt: 12.500 ppg
Fracture depth: 7,200 ft
Injection pressure 4,675 psi

Run Segment Nominal End True Vert Measured Drift Est.

Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (In) (Ibs/ft) (ft) (ft) (In) ()

1 7200 9.625 40.00 S-95 LT&C 7200 7200 8.75 126464

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 3366 4230 1.26 4488 6823 1.52 249 858 3.44 J

Prepared DKD Phone: 801-538-5281 Date: May 2,2002

by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City, Utah

ENGINEERINGSTIPULATIONS:Oil Shale, Surface Casing Cement to Surface

Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correctionfor tension.

Collapse is based on a vertical depth of 7200 ft, a mud weight of 9 ppg The casing is considered tobe evacuated for collapse purposes.

In addition, burst strength is biaxially adjusted for tension.

Engineering responsibility for use of thisdesign willbe thatof the



CONFIDENM
Well name: 04-02 EIPaso Bayless ST 2-irev.
operator: El Paso
String type: Production Project ID:

43-047-34540
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mudweight: 11.200 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 250 °F
Temperature gradient: 1.40 °F/100ft

Burst
De g factor 1.00

CM ntmsection length

Max anticipated surface
pressure: 0 psi

Internal gradient: 0 i/ft Tension: Non-directional string.
Calculated BHP 680 p

' 8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1.60 (J)
Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 10,990 ft

Run Segment Nominal End True Vert Measured Drift Est.

Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (In) (Ibs/ft) (ft) (ft) (in) ()
1 13200 4.5 11.60 HCP-110 LT&C 13200 13200 3.875 80942

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 7680 8650 1.13 7680 10694 1.39 127 279 2.19 J

Prepared DKD Phone: 801-538-5281 Date: May 2,2002
by: Utah Dept. of Natural Resources FAX:801-359-3940 Salt Lake City, Utah

ENGINEERINGSTIPULATIONS: OilShale, Surface Casing Cement to Surface
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 13200 ft, a mud weight of 11.2 ppg The casing is considered to be evacuated for collapse purposes

In addition, burst strength is biaxially adjusted for tension.

Engineeling responsibilityfor use of thisdesign wi/Ibe thatof the
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: EL PASO PRODUCTION OIL & GAS COMPANY

Well Name: BAYLESS ST 2-1

Api No.. 43-047-34540 LEASE TYPE: STATE

Section 02 Township 09S Range 20E County UINTAH

Drilling Contractor SKI DRILLING RIG # BUCKET

SPUDDED:

Date 05/01/2002

Time 8:00 AM

How DRY

Drilling will commence

Reported by JIM MURRAY

Telephone# 1-435-828-1730

Date 05/01/2002 Signed:



--... .. OPERATOR El Paso Production O&G Co. OPERATORACCT.NO. N 1845DIVISIONOF OL, MS MO MWalG ADDRESS P.O. Box 1148ENTITYACTIONFOAM- FORM6 Mm

ACTION CURRENT NEW APINUMBER WELLNAME WELLLOCATION SPUD EFFECTWECODE ENTlTYNO. ENTITYNO. QO SC TP AG COUNT¥ DATE DATE
A 99999 /S 73 43-047-34540 Bayless State #2-1 SWSE 2 95 20E Uintah 5/1/2002waL 100MENTS:

MIRU Ski Becket Rig
SPUD Well on 5/902 at 8 am

ACTION CURAENT NEW APINUMBER WE NAME WE LOCATION SPUD EFFECTIVECODE ENTITVNO. ENTITYNO QO SG TP RG COUNTY MTE DATE

2 COMMENTS:

ACTION CURRENT NEW APINUMŒR WELLNAME WELLLOCATION SPUD EFFECTivECODE ENTTTYNO. ENT1TYND. 00 SC TP RG COUNTY DATE OATE

WELL3 CUMMENTS.

ACTION CURRENT NEW APINUMBER ti
NAME¯

WELLLOGÚl0Ñ SPUD EFFECTIVECODE ENTITYND. ENilTYNO. 00 SC 1P RG COUNTY DATE DATE

2 WEU.4COMMENTS-
o

o
AGil0N CURRENT NEW APINUMBER WELLNAME WELLLOCAllON SPUD EFFECTIVEENTTIYNO. ENilTYND. 00 SC TP RG COUWiY DKIE

L5CUMMENTS:

Post-It"Fax Note 7671 es

ACT10NCODES(Seeinskuntionsonbackofforrn)
A - Eslablishnewentityfornewwel(singleweleng cow-
B - Addnewwellla exislingentity(grouporunkwel) Phan S tureC - Reesign wellkomoneexislingenillytoanotherexist vmo Fm
D - Massip wellframoneexistingentifytoa newenlity Rennlatory Analyst 05/02/02E-Olher(esiplainincoramentssection) RECEIVED - "'•NOTE:UseCOMMENTsociontoexplainwhyeachActionCodewasselected.

(3/89)
PhoneNo- (435} 781-7024

DIVISIONOF
OIL GAS AND



Form9 S' 'EOFUTAH 00NFllENTIAL
DEPARTMENT W NATURAL RESOURCES

DIVISION OF OIL, GAS ANDMINING 6. Lease Designation and Serial Number
ML-47044

7. Indian Allottee or Tribe Name

SUNDRY NOTICESAND REPORTS ON WELLS Ute Tribe

Donotuse thisformforproposalstodrillnewwells,deepen existingwells,or toreenterpluggedandabandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT-- forsuchproposals

1. Type of Well 9. Well Name and Number

II
Wae

I Other (specify) Bayless State #2-1

2. Name of Operator 10. API Well Number

El Paso Production Oil & Gas Company 43-047-34540

3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

P.0, Box 1148 Vernal, Utah 84078 (435) 781-7024 Natural Buttes

5. Location of Well

Footage : 536'FSL & 1964'FEL County : Uintah

QQ, Sec, T., R., M. : SWSE Section 2-T9S-R20E State : Utah

12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to \njection Shoot or Acidize Conversion to injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other
Date of Work Completion

Approximate Date Work Will Start Immediate
Report results of Multiple Completions and Recompletions to different reservoirs

on WELL COMPLETION OR RECOMPLETION AND LOG form.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state allpertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsurface

locations and measured and true vertical depths for all markers and zones pertinentto this work.)

MIRU Ski Bucket Rig. Drilled 24" Conductor hole to 50'. -

Ran 20" Conductor pipe. Cmt w/81 sx Class G @15.8 ppg Yield 1.17 Water 5 Gal/Sk

3% CaCl2 .25#lSk Cello Flake Disp. W114.SBbls FreskWater Leaving 10' Cmt in Pipe.

Cmt to Surface. Hole Stayed Full.

SPUD Well on 5/1/02 at 8 am.

WORT

aml he yncedify that the foreg

hg Title Regulatory Analyst Date 05/02/02

(StateUseOnly) a cL bl VED
CY 0 7 2002
DIVISIONOF

DIL, GAS AND



CONFllENTIAL
' Form9 STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number

ML-47044
7. Indian Allottee or Tribe Name

SUNDRY NOTICESAND REPORTS ON WELLS Ute Tribe

Donotuse thisformforproposalstodrillnewwells,deepen existingwells,or toreenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuch proposals

1- Type of Well
9. WellName and Number

il e I
Other (specify) Bayless State #2-1

2. Name of Operator 10. API Well Number

El Paso Production Oil & Gas Company
43-047-34540

3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

P.O. Box 1148 Vernal, Utah 84078 (435) 781-7024 Natural Buttes

5. Location of Well

Footage : 536'FSL & 1964'FEL County : Uintah

QQ, Sec, T., R., M. : SWSE Section 2-T9S-R20E state : Utah

12. CHECK APPROPRIATE BOXESTO INDICATE MATUREOF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other
Date of Work Completion

Approximate Date Work Will Start Immediate
Report results of Multiple Completions and Recompletions to different reservoirs

on WELL COMPLETION OR RECOMPLETION AND LOG form.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearlystate allpertinentdetails, and give pertinent dates. Ifwell is directionally drilled, give subsurface

locations and measured and true vertical depths for all markers and zones pertinent to this work.)

The operator requests authorization to change the Cmt, Csg and the approved TD from 10,000' to 13,200'.

Please refer to the attached Down Hole Diagram.

DMSION OF
Ott. GAS AND



dibaso:Production CONFilENTIAL
DRILLINGPROGRAM FOR SUNDRY

COMPANY NAME El Paso Production Company DATE April 30, 2002

WELL NAME Bayless State 2-1 TO 13,200' MD/Tvo

FIELD Ouray COUNTY Uintah STATE Utah ELEVATION 4,689' KB

SURFACE LOCATION 536' FSL, 1964' FEL, SW/SE, SEC. 2, TOS, R2OE BHL Straight Hole

OBJECTIVE ZONE(S) Lower Green River, Wasatch

ADDITIONALINFO Regulatory Agencies: BLM, BIA, UDOGM,Tri-County Health Dept.

+/- 40 20"t t i
17-1/2" 13-3/8", 54.59, K-55, STC , Jr

Preset 450' MDITVD

Green River @ 2,020'

12 1/4" 9-5/8", 40# S-es, LTC 8.4-9.0 ppg
WBM

4 1/2" TOC @ 5,000'

Wasatch @ 5,550'

7,200' MD/TVD

Mesaverde @ 8,750'

Platform Express 9 0-1 0 PP9

Mud Log 8 4/4" 4-1/2", 11 6#, HCP-110, LT( WBM

Lower Mesa Verde @ 11,215'



y -CONFilENTIAL
CASING PROGRAM $ $$Û Production

CONDUCTOR 20" 0-40'

2,730 1,130 614,000

SURFACE 13-3/8" 0-450' 54 S# K-55 STC 16 22 8 05 4 42

6,820 4,230 858,000

INTERMEDIATE 9-5/8" 0-7200 40# S-95 LTC 1 52 1 26 2 54

10690 8650 279000

PRODUCTION 4-1/2" 0-TD 11.6# HCP-110 LTC 1.59 1.46 1.37

1) Maximum Anticipated Surface Pressure (MASP) (Conductor and Surface Casings) = (Frac Gradient at Shoe - Gas Gradient (0.115psilft))(TVD)

2) MASP (int Casing) = Pore Pressure at Next Casing Point - (Gas Gradient x TVD of Next Casing Point ×0.67) - (Mud Weight xTVD x 0.052 x 0.33)

3) MASP (Prod Casing) = Pore Pressure - (Gas Gradient x TVD of Production Interval)

(Burst Assumptions: FG @ 9-5/8" shoe = 12.5 ppg, Max Pore Pressure = 9.0 ppg EMW)

(Collapse Assumption: 75% Evacuated Casing, Ma× MW) (Tension Assumptions: AirWeight of Casing, 50000 lbs overpull)

CSIMENTPROGRAM

SURFACE 450 Class G + 2% CaCla . 430 50% 15.60 1.19

INTERMEDIATE LFAD 5000 Hilift+ 12% gel + 3% salt + 1% D79 + 630 60% 11 00 3 91
05%Dii2+02%D46+025ppeD29

TAIL 2200 50/50 Poz/G + 10% salt + 2% gel 850 60% 14 10 1 33

+ O2% D48

PRODUCTION

Tail 8200 50/50 Poz Class G + 2% D20 2410 20% 14 20 1 26

+ 2% D66 + Q2% D167
+ .2% D13

* or 15% over caliper log

Fl.OAT EQUIPMENT & CENTRALIZERS

SURFACE Guide shoe, 1 jt, insert float. Centralize first 3 jointswith bow spring

centralizers. Thread lock guide shoe.

1NTERMEDIATE Float shoe, 1 jt, float collar. Centralize first 3 joints& every thirdjointto top of tailcement with bow

spríng centralizers.

PRODUCTION Float shoe, 1 jt, float collar. Centralize first 3 joints& every third jointto top of cement with bow

spring centralizers.

ADDITIONALINFORMATIOP(

Test casing head to 760 psi after installing. Test surface casing to 1,500 psi prior to drilling out.

BOPE: 13 5/8" 5M with one annular and 2 rams. Test to 5,000 psi (annular to 2,500 psi) prior to drilling out. Record on chart recorder &

tour sheet. Function test rams on each trip. Maintain safety valve & inside BOP on rig floor at all times. Kelly to be equípped with upper

& lower kelly valves.

Run Totco surveys every 2000°. Maximum allowable hole angle is 5 degrees.

DRILLING ENGINEER: DATE:

Dan Lindsey
DRILLINGSUPERINTENDANT: DATE:

Larry



Form9 SNE OF UTAH CONFilENTIAL
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number
ML-47044

7. Indian Allottee or Tribe Name

SUNDRY NOTICESAND REPORTS ON WELLS Ute Tribe
Donotuse thisformforproposalstodrillnewwells,deepen existingwells,or toreenterpluggedand abandonedwells. 8. Unit or ÒommunitizationAgreement

UseAPPLICATIONFORPERMIT-- forsuch proposals

1- Type of Well 9. Well Name and Number

II e I Other (specify) Bayless State #2-1

2. Name of Operator 10. API Well Number

El Paso Production Oil & Gas Company 43-047-34540

3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

P.O. Box 1148 Vernal, Utah 84078 (435) 781-7024 Natural Buttes

5. Location of Well

Footage : 536'FSL & 1964'FEL County : Uintah
QQ, Sec, T., R., M. : SWSE Section 2-T9S-R20E State : Utah

12. CHECK APPROPRIATE BOXES TO INDICATE MATUREOF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit OriginalForm Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pullor Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other Set Surface Csg.

Other
Date of Work Completion 5/5/02

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs

on WELL COMPLETION OR RECOMPLETION AND LOG form.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, givesubsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

MIRU Ski Air Rig. Drilled 17 1/2" Surface hole to 450'. Ran 13 3/8" 54.5# J-55 ST&C Csg.
Cmt w/408 sx Class G @ 15.8 ppg Yield 1.17 Water 5 Gal/Sk 2% CaCl2 .25#/Sk Cello Flake.

Cmt to Surface. Hole Stayed Full.

WORT

MAY14 2002
DIVISION OF

OIL, GAS AND



- MAY-16-2002THU10:38ANELPASOPRODUCTION FAXNO,4357817094 P. 01/04

e SO
1368 South 1200 Esat
Vemal.Utah 04078

-

Phone: (485)•781-7024
Far (435)-781-7094 i L) L i i a
Shela,Upchego0Elpaso.com

F -

To: DustinDoucet From: Shella Upchego

Faxi (801)359-3940 Dates May 16, 2002

Phones (801) 538-5281 Pages: 4

Re: RevisedBayless State#2-1 cc:

XUrgent O For Review 0 Please Comment O Please Sept,y O Please Recyclo

•comments: Dustin, attached Is the re·vised sundry for the Bayless
Stato #2-'I to change the production Cmt and Ces from 4 ½" to 5
½" 20# P-140 LTC.

If you have any questions please feel free to give me a call at (435)
781·7024.

RECEIVED

DIVISION OF
OIL, GAS AND



NAY-16-2002THU10:43ANEl PASOPRODUCTION FAXNO.4357817094 P. 02/04

orme STATEOF UTAH 00NFllEN11ALDEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GASANDMINING 6. Lease DesignationandSerialNumber

ML-47044
7. IndianAlloans orŸribeName

SUNDRYNOTICESAND REPORTS ONWELLS UteTribeDonotuse thisfannforproposalstoddi nowweis,deepenexlilingWells,oftoreen10tpluggedandabandonedWells. 8. Unit ofC0mmunitizationAgreementUseAPPLlCAflONFORPERMIT-•for auchproposals
1. Type of Well 9. Well Name andNumber

II I C Other(epeelfy) BaylessState#2-1
2. Nameofoperator 10. API Woli Number
El PasoProductionOil& Gas Company 43-047-34540
3. Addrest ofOperator 4. TelephoneNumber 11. Field andPool, or Wildcat
P.O. Box 1148 Vemal. Utah 84078 (435) 781-7024 NaturalButtes
5. Location of Well

Footage : 536'FSL& 1964'FEL County : Uintah
OO,See, T., A.,M. : SWSBSection2-T98-R20E State : Utab

12 CHECK APPROPRIATEBOXESTO INDICATE MTURE OF NOTICE,REPORT, OROTHERDATA
NOTICEOF INTENT SUBSEQUENT REPORT

(Submitin Dupiloa10) (SubmitOriginal Formonly)
Abandonment New Construction Abandonment* New Cons1ruction
CosingRepair Pull ofAlter Casing Casing Repair Pullor AlterCasing
Change ofPlans Aeoornplodon Change of Plans Shoot ofAcidize
Conversion to injection Shoot of Acidize Conversionto injection Vent or Flere
FractureTreat Vent orFlare Fracture Treat Water Shut-Off
MultipleCompletlon Water Shut-Off Olhor
Other

Date ofWork Completion
Approximate Date Work Wil Start Immediate

Report results ofMunipleCompletionsandRoC0mpletions10dlflementresolvolfs
on WELLCOMPLETIONOR RECOMPLETIONANDLOGform.
* Mustbe accompaniedby a comentverificationregrt.

13. DESCRIBEPROPOGEDOR COMPLETEDOPERAfl0Ns (clearlystateallpartiart details, and gve pertinentdates. trmoi is directionallyddlied, givesubeurfacelocations and measuredandtruevetilaaldepthsfor allmarkers andzones peninent to thiswork.)

The operatorrequests to amend the productionomtand osg size from 4 1/2" to 5 1/2".20# P-t10 LTC

Pleaserefer to the attached amendedwollboreschematic,

a na Title Regulatory Analyst Date 05/16/02
(StateuseOnly)

APPROVED BYTHE STATE
OF UTAH DIVISION OF
01 AS, AND MINI G

DAT :



MAY-16-2002THU10:43ANEl.PASOPRODUCTION FAXNO.4357817094 P. 03/04

. Amo CONFllENllAL
DRILLINGPROGRAMFOR SUNDRY

00MPANY NAME El Paso Produallon company DATE May8, 2002
WELLNAME Bayless State 2•1 TD 18.200' MD/TVD
FIEt.O Ouray 00UNTr BTA1W ELEVATION 4 880' MB
SURFACEI.OGATION 856'Fal., 1964' FELSWISEBEC. 2, TOS,R208 BMI. StralnhtHele
DBJECTlVEZONE(S) LenorGreenAlvet,Wasnich, Mesa Vag Mancas
ADDITlÔNALINFO Regulatorygonclee:UDOGM,BIA,BLM,Tri-OountyHeaRhDept.

Preset 460' MDirVD 1 r

Green River O 2,020

121/4" &&S dos 8-05, LTO 04-0.oppg

BM

41/2"TOC & 6.000'

Wasatcn & 5,550'

7,200' MattVD" 9 r

Meetymide 8 0,750'

PintformExpress 9 0-1
.0 ppgMud 4" 6-1 ', 20.04 P•110,LTO WBM

I.ower Mesa Verde 0 11.216'

13,800'
..

.,





00 llAL
' Well name: 04-02 EIPaso Bayless ST 2-1rev.2

operator: El Paso
String type: Production Project ID:

43-047-34540
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered7 No

Mudweight: 12.000 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 250 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 250 ft

Burst
g factor 1.00 Cement top:

Maxanticipated surface
pressure: O psi

Internal gradient: 0.6 silft Tension: Non-directional string.
Calculated BHP 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 10,802 ft

Run Segment Nominal End True Vert Measured Drift Est.

Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (In) (Ibs/ft) (ft) (ft) (in) ()
1 13200 5.5 20.00 P-110 LT&C 13200 13200 4.653 130170

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 8228 11100 1.35 8228 12635 1.54 216 548 2.54 J

Prepared DKD Phone: 801-538-5281 Date: May 16,2002
by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City, Utah

ENGINEERINGSTIPULATIONS:OilShale, Surface Casing Cement to Surface
Collapse strength is based on the Westcott, Dunlop &Kemler method of biaxial correctionfor tension.
Collapse is based on a vertical depth of 13200 ft, a mud weightof 12 ppg The casing is considered to be evacuated for collapse purposes.

In addition, burst strength is biaxially adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the



04-02 ElPaso Bayless ST 2-Qv.2
Casing Schematic CONFllENTIAL

Surface
TOC @ C @
0. 0.

13-3/8" urface
MW 8.4 450. MD
Frac 13.

I

I

I

TOC @
5403.

9-5/8' Intermediate
MW 9. 7200. MD
Frac 12.5

I

5-1/2" Production
MW 12. 13200.



Form9 STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number

i ML-47044
7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS Ute Tribe
Donotuse thisformforproposalstodrillnewwells,deepen existingwells,or toreenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuch proposals

1 Type of Well 9. Well Name and Number

II e i O Other (specify) Bayless State #2-1

2. Name of Operator 10. API Well Number

El Paso Production Oil & Gas Company 43-047-34540

3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

P.O. Box 1148 Vernal, Utah 84078 (435) 781-7024 Natural Buttes
5. Location of Well

Footage : 536'FSL & 1964'FEL County : Uintah
QQ, Sec, T., R., M. : SWSE Section 2-T9S-R20E State : Utah

12. CHECK APPROPRIATE BOXESTO INDICATE MATUREOF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other

Date of Work Completion

Approximate Date Work Will Start Immediate
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

The operator requests to amend the production cmt and csg size from 4 1/2" to 5 1/2", 20# P-110 LTC

Please refer to the attached amended wellbore schematic.

RECEIVED
MAY2 12002

.
DIVISIONOF

OILGAS ANDMINING

aml hemby certify that the fore

Title Regulatory Analyst Date 05/16/02

(State Use



Production

DRILLINGPROGRAM FOR SUNDRY
COMPANY NAME El Paso Production Company DATE May 8, 2002

WELL NAME Bayless State 2-1 TD 13,200' MD/TVD

FIELD Ouray COUNTY Uintah STATE Utah ELEVATION 4,689' KB

SURFACE LOCATION 536' FSL, 1964' FEL, SW/SE, SEC. 2, T9S, R20E BHL Straight Hole

OBJECTIVE ZONE(S) Lower Green River, Wasatch, Mesa Verde, Mancos

ADDITIONALINFO Regulatory Agencies: UDOGM, BIA, BLM,Tri-County Health Dept.

+/- 40 20"

t t t
17-1/2" 13-3/8", 54.57, K-66, STC , ,ir

Preset 450' MDITVD

Green River @ 2,020'

12 1/4" 9-5/8", 40# S-95, LTC 8 4-9.0 ppg
W BM

4 1/2" TOC @ 5,000'

Wasatch @ 5,550'

7,200' MDITVDyv. ' s o

Mesaverde @ 8,750'

Platform Express 9 0-1 0 ppg

Mud Log 8 4/4" 5-1/2", 20 Oh, P-110, LTC WBM

Lower Mesa Verde @



CASING PROGRAM O SO Production

CONDUCTOR 20" 0-40'

2,730 1,130 514,000

SURFACE 13-3/8" 0-450' 54 50 K-55 STC 11 34 5 37 4 13

6,820 4,230 858,000

INTERMEDIATE 9-5/8" 0-7200' 40.00 S-95 LTC 1.52 1.26 2.21

12630 11100 548000

PRODUCTION 5-1/2" 0-TD 20.00 P-110 LTC 1.88 1.35 1.69

1) Maximum Anticipated Surface Pressure (MASP) (Conductor and Surface Casings) = (Frac Gradient at Shoe - Gas Gradient (0.115psillt))(TVD)

2) MASP (Int Casing) = Pore Pressure at Next Casing Polnt - (Gas Gradient xTVD of Next Casing Point x 0.67) - (Mud Weight x TVD×0.052 x 0.33)

3) MASP (Prod Casing) = Pore Pressure - (Gas Gradient xTVD of Production Interval)

(Burst Assumptions: FG @ 9-5/8" shoe = 12.5 ppg)
(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: AirWeight of Casing, 100000 lbs overpull)

CEMENT PROGRAM

SURFACE 450 Class G + 2% CaCla 400 35% 15.60 1.18

+ 0 25 ppa Cellollake

INTERMEDIATE LEAD 5000 Hilift + 12% gel + 3% salt + 1% D79 + 670 70% 11 00 3 91

05%Di12+02%D46+025ppsD29

TAIL 2200 50/50 Poz/G + 10% salt + 2% gel 940 70% 14 30 1 28

+ 0 2% D46

PRODUCTION Lead 5700 35/65 Poz Class G + 2% D20 1620 60% 14 70 1 23

+ 0 2% D65 + 0 2% D46 + O 25% DSOO

Tail 2,500' 35/65 Poz Class G + 2% D20 680 60% 14 70 1 51

+ 25% D66 + O 2% D65 + 0 2% D46

+ 0.35% DBOO
• or 15% over caliper log

FLOAT EQUIPMENT & CENTRALIZERS

SURFACE Guide shoe, 1 jt, insert float, Centralize first 3 jointswith bow spring

centralizers. Thread lock guideshoe.

INTERMEDIATE Float shoe, 1 jt, float collar. Centralize first 3 joints& every thirdjointto top of tailcernent with bow

spríng centralizers.

PRODUCTION Float shoe, 1 Jt,float collar. Centralize first 3 joints& every third jointto top of cement with bow

spring centralizers.

ADDITIONALINFORMATION

Test casing head to 750 psi after Installing. Test surface casing to 1,500 psi prlor to drilling out.

BOPE: 13 5/8" 5M with one annular and 2 rams. Test to 5,000 psi (annular to 2,500 psi) prior to drilling out. Record on chart recorder &

tour sheet. Function test rams on each trip. Maintain safety valve & inside BOP on rig floor at all times. Kelly to be equipped with upper

& lower keily valves.

Run Totco surveys every 2000'. Maximum allowable hole angle Is 5 degrees.

DRILLING ENGINEER: DATE:

Dan Lindsey

DRILLINGSUPERINTENDANT: DATE:

Larry



Form9 S E OF UTAH - 00NFllENTIAL
DEPARTMENT OF NATURAL RESOURCES

O DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number

ML-47044
7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS Ute Tribe

Donotuse thisformforproposalstodrillnewwells,deepen existingwells,or toreenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT-- forsuch proposals

1. Type of Well 9. Well Name and Number

11 e I Other (specify) Bayless State #2-1

2. Name of Operator 10. API Well Number

El Paso Production Oil & Gas Company 43-047-34540

3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

P.O. Box 1148 Vernal, Utah 84078 (435) 781-7024 Natural Buttes

5. Location of Well

Footage : 536'FSL & 1964'FEL County : Uintah

QQ, Sec, T., R., M. : SWSE Section 2-T9S-R20E State : Utah

12. CHECK APPROPRIATE BOXESTO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other Set Intermediate Csg

Other
Date of Work Completion 5/27/02

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to differentreservoirs

on WELL COMPLETION OR RECOMPLETIONAND LOG form.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearlystate allpertinent details, and give pertinent dates. If well is directionally drilled, give subsurface

locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Ran 9 5/8" 40# S-95 LTC Intermediate Csg. Cmt w/580 sx Hi Lift G 11 ppg Yield 3.98.

Followed by 1180 sx 50/50 POZ 14.3 ppg Yield 1.31.

Had Good Returns throughout job. No Cmt to Surface.

RECEIVED
JUN23 2002
DIVISION OF

OIL, GAS AND MINING

am! hemby certifythat the fi

h n

e

Title Regulatory Analyst Date 05/28/02

(State Use



Form 9 S TE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 6. Lease Designationand Serial Number
ML-47044

7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS Ute Tribe
Donotuse thisformforproposalstodrillnewwells,deepen existingwells,or toreenterpluggedand abandonedwells. 8. Unit or ÒommunitizationAgreement

UseAPPLICATIONFORPERMIT- forsuch proposals

i TOypeof Well
Wa Other (specify) 00NFiDENTiAL 9. Well Namayaned NSumbeer#2-1

2. Name of Operator 10. API Well Number

El Paso Production Oil & Gas Company 43-047-34540

3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

P.O. Box 1148 Vernal, Utah 84078 (435) 781-7024 Natural Buttes

5. Location of Well

Footage : 536'FSL & 1964'FEL County : Uintah

QQ, Sec, T., R., M. : SWSE Section 2-T9S-R20E State : Utah

12. CHECKAPPROPRIATE BOXESTO INDICATE MATUREOF NOTICE,REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (SubmitOriginal Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversionto Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other Final Drilling Report

Other
Date of Work Completion 6/30/02

Approximate Date WorkWillStart
Report results of Multiple Completionsand Recompletions to different reservoirs

on WELL COMPLETION OR RECOMPLETION AND LOG form.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state allpertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsurface

locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Finished Drilling f/7280' to 12635'. Ran 5 1/2" 20# P-110 LT&C Csg. Cmt w/2525 Sx 50/50 POZ 14.1 ppg Yield 1.25

Followed by 550 Sx 50/50 POZ 1.14 ppg Yield 1.48.

Had Good Returns Throughout Job. RECEIVED
Released Rig on 6/30/02 at 2300 Hrs.

OIL, S
ND

NING

14ami he yncertifythat the fore

Title Regulatory Analyst Date 07/01/02

(State Use



orm9 STATE OF UTAH
- DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number
ML-47044

7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS
Donotuse thisformforproposalstodrillnewwells,deepen existingwells,ortoreenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuch proposals

1. Type of Well 9. Well Name and Number

11 e I Other (specify) BAYLESS STATE #2-1

2. Name of Operator 10. API Well Number

El Paso Production Oil & Gas Company 43-047-34540
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

P.O. Box 1148 Vernal, Utah 84078 (435) 781-7024 NATURAL BUTTES
5. Location of Well

Footage : 536'FSL & 1964'FEL County : UINTAH
QQ, Sec, T., R., M. : SWSE SECTION 2-T9S-R20E State : Utah

12. CHECK APPROPRIATE BOXES TO INDICATE MATUREOF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit OriginalForm Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other PRODUCTION START UP

Other
Date of Work Completion 9/24/02

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearly state allpertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

THE SUBJECT WELL WAS PLACED ON PRODUCTION ON 9/24/02 AT 9 AM.

PLEASE REFER TO THE ATTACHED TO THE CHRONOLOGICAL WELL HISTORY.

RECElVED
SEP2 7 2002
DIVISION OF

OIL, GAs ANDMINING

aml he ynacertifythat hee

c Title Regulatory Analyst Date 09/26/02

(State Use Only)



EL PASO
PRODUCTION REPORT

CHRONOLOGICAL HISTORY

BAYLESSSTATE2

CONHOWIAL
CSG:
Spud Date:

AFE DESCR., AFE: 061778
FORMATION:
CWC(M$):

DRILLING REPORT:
Ouray, Uintah, UT Rig: El Paso 5 Wl: 84% AFE: 061778 ATD: 12,700
SD: Mesa Verde @ 8,500 DHC: 1457 /CWC: 2597 /DC:/CC:200 133/8" @465'

5/7/02 TD: 465 MW: 8.4 Start moving today.

5/8/02 TD: 465 MW: 8.4 65% moved in

5/9/02 TD: 460 MW: 8.4 90% move in

5/10/02 TD: 460 MW: 8.4 100% move in, 65% rigged up

5/13/02 TD: 1,079 MW: 8.4 619'/14 hrs TIH w/ BHA. Drill
cement & float equipment. Drilling to present depth.

5/14/02 TD: 2,254 MW: 8.4 1,175'/23 hrs Drilling to present depth.

5/15/02 TD: 2,985 MW: 8.4 731'/14 hrs Drilling to present depth.
TFNB.

5/16/02 TD: 3,730 MW: 8.4 745'l19 hrs TFNB. Drilling to
present depth.

5/17/02 TD: 4,468 MW: 8.4 738'/21 hrs Drilling to present depth.

5/20/02 TD: 5,641 MW: 8.8 415'/22 hrs Drilling to present depth.

5/21/02 TD: 6,158 MW: 8.8 517'/14.5 hrs TFNB. Drilling to
present depth.

5/22/02 TD: 6,498 MW: 9.4 337'/17 hrs Drilling to present depth.
TFNB.

5/23/02 TD: 6,700 MW: 9.4 202'/21 hrs TFNB. Drilling to
present



CONFIDŒlAI.
5/24/02 TD: 6,950 MW: 9.2 250'l23.5 hrs TFNB. Drilling to

present depth.

5/28/02 TD: 7,300 MW: 9.5 Ran & cemented 9 5/8" intermediate
casing. Set casing hanger. ND BOP's. NU & test "B" section & BOP's.

5/29/02 TD: 7,435 MW: 8.5 135'/7 hrs Test BOP's. TIH. Drill
cement, float equipment & 5' formation. Perform FIT to 12.5 ppg. Drilling to
present depth.

5/30/02 TD: 7,740 MW: 8.5 305'l23.5 hrs Drilling to present depth.

5/31/02 TD: 8,040 MW: 8.7 300'/23.5 hrs Drilling to present depth.

6/4/02 TD: 8,860 MW: 9.4 250'l23.5 hrs Drilling to present depth.

6/5/02 TD: 9,130 MW: 9.5 270'/23.5 hrs Drilling to present depth.
6/6/02 TD: 9,205 MW: 9.5 75'/7.5 hrs Drill to present depth.

TFNB. Repair drawworks - 6 hrs.

6/7/02 TD: 9,434 MW: 9.7 229'/19.5 hrs Drilling to present depth.

6/10/02 TD: 10,206 MW: 10.3 111'/8 hrs Drill to present depth.
POOH. Inspect BHA - LD 2 joints HWDP. TIH w/new bit.

6/11/02 TD: 10,390 MW: 10.3 184'/18.5 hrs TIH w/ new bit. Drilling to
present depth.

6/12/02 TD: 10,542 MW: 10.3 152'l15.5 hrs Drill to present depth. TFNB.
Replace high drum chain - 3 ½ hrs.

6/13/02 TD: 10,683 MW: 10.7 141'/13 hrs TFNB. Drilling to present depth.

6/14/02 TD: 10,790 MW: 11.4 107'l9.5 hrs Drilling to 10,970'. TFNB.

6/17/02 TD: 11,077 MW: 12.0 49'M hrs Drill to 11,070'. TFNB.
Drilling to present depth.

6/18/02 TD: 11,279 MW: 12.0 202'/17 hrs Drilling to present depth. 3 ½
hrs rig repair. Circ bottoms up for bit trip.

6/19/02 TD: 11,330 MW: 12.1 51'l6.5 hr Circ & cond mud for bit trip. TFNB.
Drilling to present depth.

6/20/02 TD: 11,474 MW: 12.0 144'I22.5 hrs Drilling to present depth.

6/21/02 TD: 11,674 MW: 12.1 200'I23.5 hrs Drilling to present depth.

6/24/02 TD: 12,100 MW: 12.1 167'l23.5 hrs Drilling to present depth.

6/25/02 TD: 12,302 MW: 12.1 202'l23.5 hrs Drilling to present depth.

6/26/02 TD: 12,510 MW: 12.1 208'l23.5 hrs Drilling to present depth.

6/27/02 TD: 12,605 MW: 12.3 95'I8.5 hrs Drill to TD. Wiper trip to



C&Cmud.POOHtolog. CONFIDENTIAI.
6/28/02 TD: 12,605 MW: 12.3 POOH. RU Schlumberger. 1" run - PEX, 2" -

FMI, 3rd
- DIS. Start in hole.

7/1/02 TD: 12,635 MW: 8.4 RU Halliburton & cement 5 ½" prod
casing. Set casing hanger. ND BOP's. NU well cap. Rig released @ 2300 hr,
6/30/02.

7/2/02 TD: 12,635 MW: 8.4 Rigging down.

7/3/02 TD: 12,635 MW: 8.4 Rigging down.

AFE DESC. DRILL AND COMPLETE, AFE#: 061739
PBTD: 12,592' PERFS: N/A
CSG: 5 ½", 20#, P-110, LT&C @ 12,635'
FORMATION: MANCOS

7/30/02 PREP TO BLOW CSG DN & INSTALL TBG HEAD
MIRU WIRELINE SERVICE COMPANY. PREP TO RUN CBL, GR, CCL. FOUND
PRESS ON 5 ½" CSG. ATTEMPT TO BLOW DN. SMALL CONTINUOUS BLOW.
RDMO WIRELINE SERVICE COMPANY. INSTALL PRESS GAUGE ON 5 ½" CSG.
SICP: 250# AFTER APPROX 30 MIN. INSTALL GAUGE ON 5 ½" X 9 5/8"
ANNULUS, PRESS 2500#. PLACE GAUGE ON 5 ½" CSG, PRESS NOW 1500#.
CHECK PRESS ON 5 ½" CSG AFTER APPROX 3 HRS, 2700#. CALL OUT FOR
MANIFOLD TO BLOW WELL TO PIT & INSTALL TBG HEAD.

7/31/02 BLED WELL OFF 2700# TO ZERO. REMOVE CAP FLANGE. 11" X 5 ½" SLIPS WERE NOT
SET. NU CAP FLANGE. SI 5 ½" CSG. LEFT ANNULUS OPEN ON 10/64" CHK TO PIT.
CALL OUT FOR CSG JACKS.

8/1/02 PREP TO RUN CBL
MIRU CSG JACKS. REMOVE WELL CAP. SPEAR CSG & RAISE 1 FOOT. HANG OFF CSG
WINEW SLIPS W/APPROX 175,000# ON HANGER. MAKE FINAL CUT ON 5 ½" CSG. NU

TBG HEAD.

8/2/02 SI WO COMPLETION RIG.
RUN CBL FROM 12,461' TO 5000' AND 500' ABOVE CMT TOP @ 1500'. POOR BOND,
WILL EVAL FURTHER. DROP FROM REPORT.

AFE DESC. DRILL AND COMPLETE, AFE#: 061778
PBTD: 12,592' PERFS: 11,490'-11,652'
CSG: 5 ½", 20#, P-110
FORMATION: MANCOS/CASTLEGATE

8/30/02 PREP TO CO WELLBORE
MIRU. NUBOPE. PRESS TST BOPE TO 10,000#.

9/3/02 PREP TO PERF



CONHOENTIAI.
8/31/02: RIH Wl4 5/8" BIT. TAG PBTD @ 12,565'. REV CIRC HOLE CLEAN Wl3% KCL.
SDFWE.

9/4/02 PREP TO FRAC
PRESS TST 5 ½" CSG TO 5000#. PERF MANCOS FROM 12,310'-12,340', 3 SPF, 90 HOLES.
CP 10# AFTER PERF. UNABLE TO BRK DN PERFS Wl3% KCL @ 5000#.

9/5/02 PREP TO FRAC CASTLEGATE B
STAGE 1: BRK DN PERFS 12,310' TO 12,340' Wl5357#, ISIP: 5100#, FG: 0.86. FRAC'D
Wl800 BBLS YF127LGD LIQGEL & 71,200# 20/40 ACFRAC BLACK. ISIP: 5354#, NPI:
254#, FG: 0.88, MTP: 6967#, ATP: 5452#, MTR: 32.5 BPM, ATR: 26.4 BPM. RIH WICBP &
PERF GUN. SET CBP @ 12,200'.
STAGE 2: PERF MANCOS FM FROM 11,861'-11,867', 3 SPF, 18 HOLES & CASTLEGATE C
FROM 11,788'-11,792', 3 SPF, 12 HOLES. BRK DN PERFS Wl7045#, ISIP: 5000#, FG: 0.87,
FRAC Wl2435 BBLS YF125LGD LIQGEL & 254,000# 20/40 SD. ISIP: 4655#, NPI: 0, FG:
0.84, MTP: 8304#, ATP: 5974#, MTR: 42.7 BPM, ATR: 38.7 BPM. RIH WICBP & PERF GUN.
SET CBP @ 11,700'.
STAGE 3: PERF CASTLEGATE B FROM 11,646'-11,652', 3 SPF, 18 HOLES; 11,554'-11,560',

3 SPF, 18 HOLES; AND 11,490'-11,496', 3 SPF, 18 HOLES. PRESS INCR FROM 0 TO 1500#
AFTER PERF. SDFD.

9/6/02 PREP TO DO CBP'S
BRK DN PERFS Wl4152# @ 5 BPM, ISIP: 3840#, FG: 0.77. FRAC Wl4805 BBLS YFl25LGD
LIQGEL & 599,220#, 20/40 SD. ISIP: 4801#, NPI: 960#, FG: 0.85, MTP: 6287#, ATP: 4997#,
MTR: 45.8 BPM, ATR: 44.0 BPM. SET 5 ½" 10K CBP @ 11,400'. PU 4 ¾" MILL TOOTH BIT

& SIH. TAG CBP @ 11,400'.

9/9/02 SI WO PIPELINE
9/7/02 PROG: DO CBP'S @ 11,400', 11,700' & 12,200'. CO TO 12,534' Wl3% KCL WTR. PU

& LAND TBG @ 11,694', X-NIPPLE @ 11,628' AND XN NIPPLE @ 11,661'. PMP OFF BIT
SUB. OPEN TO FBT ON 64/64" CHK. FTP: 175#, CP: 2500#. FLOW BACK 11 HRS ON FULL
OPEN CHK. CP: 1500# TO 1700#, FTP: 400# TO 160#, 45 BWPH TO 18 BWPH, NO SD.
9/8/02 PROG: FLOW BACK 24 HRS ON FULL OPEN CHK. CP: 2800# TO 2050#, FTP: 150#
TO 250#, 14 BWPH TO 59 BWPH TO 18 BWPH, TRACE SD & SOME ROCK PEBBLES.
9/9/02 PROG: FLOW BACK 24 HRS ON FULL OPEN CHK. CP: 2000# TO 1700#, FTP: 250#
TO 225#, 22 BWPH TO 2 BWPH, SI WO FACILITIES. EST GAS RATE: 2500 MCFPD. TLTR:

8446 BBLS, TLR: 4183 BBLS, LLTR: 4263 BBLS.

9/10/02 SI WO FACILITIES.

9/11/02 SI WO FACILITIES.

9/12/02 SI WO FACILITIES.

9/13/02 SI WO FACILITIES (LOCATION FLOODED).

9/16/02 SI WO FACILITIES.

9/17/02 SI WO FACILITIES.

9/18/02 SI WO FACILITIES.

9/19/02 SI WO FACILITIES.

9/20/02 SI WO



9/23/02 SI WO FACILITIES.

9/24/02 TURN TO SALES THIS AM
FINISHED INSTALLING FACILITIES.

9/25/02 ON SALES
PLACE ON SALES @ 9:00 AM, 9/24/02. SPOT PROD DATA: CHK: 11/64", FTP: 3700#, CP:

6300#, EST 1600 MCFD GAS RATE, 25 BWPH, 5



' FORM 8 ST E OF UTAH
gg DIVISION OF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSERIALNO.

ML-47044

WELL 00MPLETION OR RECOMPLETION REPORT AND LOG* 6.IFINDIAN,ALLOTTEEORTRIBENAME

la. TYPE OF WELL 7. UNIT AGREEMENT NAME
OWELLL GWAESLL

DRY Other

lb. TYPE OF COMPLETION
8. FARM OR LEASE NAME, WELL NO.

NWEE
L

VOE EP- PLAUCGK DREŒS
R. Other Bayless State

2. NAME OF OPERATOR . 9. WELL NO.

El Paso Production Oil & Gas Company 2-1
3. ADDRESS AND TELEPHONE NO NFIDENTiAi. 110.FIELD AND POOL OR WILDCAT

P.O. Box 1148 Vernal, UT 84078 (435) 781-7023 RFTC'O Natural Buttes
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requir ents) EXPIRED 11. SEC., T., R., M., OR BLOCK AND SURVEY

At Surface OR AREA
SWSE 536' FSL & 1964' FEL
At top prod. Interval reported below

Sec. 2, TSS, R20E
At total depth 14. API NO. DATE D 12. COUNTY 13. STATE|43-047-34540 4/16/02 Uintah | Utah
15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod. or Plug & 18. ELEVATIONS (DF, RKB, RT, GR, ETC )* 19. ELEV. CASINGHEAD

5/1/02 7/1/02 9/8/02 4673.5' GL
20. TOTAL DEPTH, MD & TVD 21. PLUG, BACK T.D., MD & TVD 22 IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLSI TD HOW MANY DRILLED BY
12,635 MD TVD 12,565 MD TVD ------> X
24. PRODUCING INTERVAL(S), OF THIS COMPLETlON-TOP, BOTTOM, NAME (MD AND TVD) 25. WAS DIRECTIONAL

SURVEY MADE
Mancos 11,861-12,340/Castlegate 11,490-11,792 /23/M VD / --

No
26 YPE ELECTRIC AND OTHER LOGS RUN WAS WELL CORED YES NO (Submit analysis)

ÉBL-CCL-GR-$w2
y 64-(9 -d DRILLSTEMTEST YES NO (Seereverseside)

23. CASING RECORD (Report all s rings set in well)
CASING SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED

1Š 3/6 $4.5# gy 46Ò 17 1/2 408 Class O
9 $/8 40# J gr 1280 12 1/4 580 Hilitt/118050/50 Poz
5 1/2 20# y (o 12635 8 3/4 2525 50/50 Poz/55050/50 Poz

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
INTERVAL M NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

SEE ATTACHMENT

33.* PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping-size and type of pump) WELL STATUS (Producing or shut-in)

9/24/02 |Flowing Producing
DATE OF TEST HOURS TESTED CHOKE SIZE PRODN. FOR OIL--BBLS. GAS--MCF. WATER--BBL GAS-OIL RATIO

TEST PERIOD
9/30/02 24 24/64 .__> 0| 808| 160
FLOW. TUB1NG PRESS. CASING PRESSURE CALHCOULATEDE OIL-BBL. GAS--MCF. WATER -BBL O R

550# 1800# .....> 0 808 1
34 DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST WITNESSED BY

Sold & Used For Fuel
35. LIST OF ATTACHMENTS

3rd Page Attachment Items 31 & 32
36. I heGrebEyDcertify that ACeaforgot omplete and correct as determined fmm all aSvailablerecords

See Spaces for Addition Data on Reverse Side
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Form 8
Additional Page For Comments WELL COMPLETION OR RECOMPLETION REPORT AND LOG

ML-47044
Lease Serial No.

BAYLESS STATE 2-1
SWSE SEC. 2, T9S, R20E

ITEM# 31 & 32

INTERVAL SIZE NUMBER
MANCOS

12,310-12,340 3 SPF 90 HOLES
11,861-11,867 3 SPF 18 HOLES

CASTLEGATE

11,788-11,792 3 SPF 12 HOLES
11,646-11,652 3 SPF 18 HOLES
11,5)4- 11,560 3 SPF 18 HOLES
11,490-11,496 3 SPF 18 HOLES

DEPTH INTERVAL AMOUNT & KIND OF MATERIAL

12,310-12,340 FRAC W/ 71,200# 20/40 SAND

11,861-11,867
11,788-11,792 FRAC W/ 254,000#20/40 SAND

l 1,646-11,652
11,554- 11,560
11,490-11,496 FRAC W/ 599,220# 20/40



Form 9 STATE OF UTAH ' = % l L
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OlL, GAS AND MINING 6. Lease Designation and Serial Number

ML-47044
7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS
Donotuse thisformforproposalstodrillnewwells,deepen existingwells,ortoreenterpluggedandabandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT-for suchproposals

1. Type of Well 9. Well Name and Number

11 e I
Other (specify) Bayless State 2-1

2. Name of Operator 10. API Well Number

El Paso Production Oil & Gas Company 43-047-34540

3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

P.O. Box 1148 Vernal, UT 84078 (435) 781-7023 Natural Buttes

5. Location of Well

Footage : 536' FSL & 1964' FEL County : Uintah

QQ, Sec, T., R., M : SWSE Sec. 2, T9S, R20E State : UT

12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other Pull Tbg to Eliminate Water

Other
Date of Work Completion 11/13/02

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs

on WELL COMPLETION OR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsurface

locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Operator attempted to pull tbg failed due to tbg sanded in @11,495' - 11, 694'. Cut tbg @11,482. Began fishing & left in

212' of fish. Washed over to 11,570' & chemical cut @11,650' in order to recover fish (unsuccessful). TIH & utilized

external cutters @11,561' & reovered 60.58'. Unable to wash over remaining & left remaining down hole (refer to the

attached well bore diagram). EOT @11,535'.

Well placed back on production on 11/14/02. RECE IVED
NOV18 2002
DIVISION OF

OIL, GAS AND MINING

am & g

acertify that the foregoing is rrect.

Title Operations Date 11/14/02

(State Use Only)

(8/90) See Instructions on Reverse



DATE: 11/13/02 WELL: BAYLESSST.#2-1 COUNTY: UINTAH SEC: 2
TWS: 9S

FOREMAN: HAL BLANCHARD FIELD: OURAY STATE: UTAH RGE: 20E

R 17.oo rusel N-40*03.507'

GLEN HISLOP AFE#061778 W-109*37.864'

Tbg Hanger 1.oo
- D&CMANCOS&CASTLE GATE

CASING RECORD

SIZE WT GRADE THD FROM TO
8 JTS N-80 YB 252.47 9-s/e- aos s-9s stac svar 7280'

5-1/2= 20# P•110 LT&C SUnr 12635'

9-s/ii·T.þ 7280'

TUBING RECORD

SIZE WT GRADE THD FROM TO

2-3/8" 4.7# N-80 BRD Sunr 11,535.40'

367

SN O 11.532'

ass jts 11261.83

TOP OF FISH @11,562' 2-3/8" CUT 28.73'
1 JT 2-3/8" N-80 31.37'
1.87XPN @ 11622.10 1.1
1 JT 2-3/8" N-80 31.2
1.81 XN PNE @11654.40 1.2
1 JT 2-3/8" N-80 31.32
PUMP OFF SUB 1
END OF FISH @11,687.92
WASHED OVER FISH TO 11574'

TP-11490' N-40* 03.507'
W-109* 37.864'

BP·12340'

SN 1.lo > COMMFNTSIPERFORATIONS:

MULESHOE 2.oo > KIRU 10/28/02 TUBING WAS STUCK IN HOLE FROM 11495' FISH CUT TUBING 0

> 11,482* FISH FOR 12 DAY LEFT TOP OF FISH & 11562*

EOT @ 11535 > TOP OF FISH CUTTERSPERFORATED: MANCOSFROM 12310·-12340' (3SPF) (90 HOLES)&11861·-11867' (3 SPF)

> 11,562' (18 HLS) THE CASTLEGATE"C"FROM 11788'-11792' (3 SPF) (12 HLS). THE CASTLE GATE "B"

> FROM 11646'-11652' (3 SPF) (18 HLS)&1149Œ-11496' (3 SPF) (18 HLS)

PERF GUNS:3-3/8" EXPENDABLE, 3 SPF, 23 GRAM, (.043),120 DEGREE PHASING.

FILL @ 12534' END OF FISH FRAC:STG#1 800 BBLSYF127LGD, 71200#20/40 ACFRACBLACK SD, STG#2, 2435 BBLS

Orig. PSTD 12sss BIT 11,687.92' YF125LGD,254,000#20/40 SD. STG#3, 4805 BBLSYF125LDG,599,220#20/40 SD

DRILL OUT PLUGS,FLOW WELL BACK.

rur war.t. nCK ON PROD

5.5" CSG @ 12sas mano



JAN-29-2003WED01:08 PNELPASOPRODUCTION FAXNO. 4357817094 f. 02

JAll.17,2003 3:34PM ,TPORT , 110.173 f. 2

WESTPORT OIL AND GAS COMPANY, L.F.

4to SeventeemhSbestM300 DenWr Colomde SWNA456

.
Wiephonessa srss4oerainsosstaseos

Fehmary1,2002

Depamm otsa lainier
smennerLamiu-y--
2850Yenn¢eld so..t
LakoWood. CO80215-1093

.

Annusun: Ms.MadaMaxwer

R.E: BLMBandCO•1203
BLMNadanwidhBomil58626364
Swsty-on= =*.-I casustyM
BelooEnergyeespeessaam.rg.risinwesipertonandosscompany,Inn.
ConversionofWesipon05 andoascompany,Inn.,fainWesipon ouandGascompany,IJ.
Assumpton a,ider- wesiportonand GasCompany,I..7.

Dest Ms.MaxweB: .

Plusaantto omacent convasations,please EngthefonowingEstof enclesmes fortheBIMa
oonsideradenandapproval: '

.

Two(z)Assmuuttenalders,salyexeensesonzinats.
CopiesofBelao EnergyCaspessionmager intoWesiponOAandOssC6egeny,Inc.
copi..orwestpononandosscompany,rue.,eenv...se.into wesipenon.asdas
Campany,IJ. ·

ListofallFedeml/BIA/StateLeases·Belon/Wesipat'sleases- in sBststas.

Pleaseinfam usofw addmonalinew n=Ran neededto gate thechangeto WestportOil
andGasCompany,L.P.,asoperaerofaccord.

I lhank you for you assistanceand coopeation in thismetta. Pleasedo aos Isanitsen contesting
ge una•••ignMshould a quesdon adse.

Sinnarely,
WesipostOilandGasCompany,L.P.

EngineerTechnialan

Ennl:



.
Unite States Department of the In erior RECEIVED

BUREAU OF LAND MANAGEMENT RES2 2 2ÛÛ2
Utah State Office
P.O. Box 45155

DMSION OF

Salt Lake City,UT 84145-0155 OIL, GAS AND MINING

In Reply Refer To:
3106
UTU-25566 et al
(UT-924)

FEB 2 1 2002

NOTICE

Westport Oil and Gas Company L.P. : Oil and Gas
410 Seventeenth Street, #2300 :

Denver Colorado 80215-7093 :

Name Change Recognized

Acceptable evidence has been received in this office concerning the name change of Westport Oil

and Gas Company, Inc. into Westport Oil and Gas Company, L.P. with Westport Oil and Gas

Company, L.P. being the surviving entity.

For our purposes, the name change is recognized effective December 31, 2001.

The oil and gas lease files identified have been noted as to the name change. The exhibit was

compiled from a list of leases obtained from our computer program. We have not abstracted the

lease files to determineif the entities affected by this name change hold an interest in the leases

identified nor have we attempted to identify leaseswhere the entities are the operator on the ground

maintaining no vested recorded title or operating rights interests. We will be notifying the Minerals

Management Service and all applicable Bureau ofLand Management offices of the changeby a copy

of this notice. If additional documentation for changes of operator are required by our Field Offices,

you will be contacted by them.

If you identify additional leases in which the entities maintain an interest, please contact this office

and we will appropriately document those files with a copy of this



Due to the name change, the name of the principallobligor on the bond is required to be changed
from Westport Oil and Gas Company, Inc. to Westport Oil and Gas Company, L.P.. You may
accomplish this either by consent of surety rider on the original bond or a rider to the original bond.
The bonds are held in Colorado.

UTU-03405
UTU-20895
UTU-25566
UTU-43156
UTU-49518
UTU-49519
UTU-49522
UTU-49523

obert Lo e
Chi f, Br c of
Minerals j dication

cc: Moab Field Office
Vernal Field Office
MMS, Reference Data Branch, MS3130, PO Box 5860, Denver CO 80217
State of Utah, DOGM, Attn: Jim Thompson (Ste. 1210), Box 145801, SLC UT 84114
Teresa Thompson (UT-922)
Joe Incardine



UNITED STATES GOVERNMENT

memorandum
Branch of Real Estate Services

Uintah & Ouray Agency

Date: 5 December, 2002

Reply to

Atta of: Supervisory Petroleum Engineer

Subject: Modification of Utah Division of Oil, Gas and Mining Regulations

To: Director, Utah Division of Oil, Gas and Mining Division: John Baza

We have been advised of changes occurring with the operation of your database for
Change of Operator. You will be modifying your records to reflect Change of Operator
once you have received all necessary documentation from the companies involved, and
perhaps in advance of our Notice of Concurrence/Approval of Change of Operator where
Indian leases are involved.

We have no objection.

With further comment to Rulemaking, I wish to comment concerning the provision of
Exhibits for upcoming Hearings. I would like to see the Uintah & Ouray Agency, BIA,
and the Ute Indian Tribe, Energy & Mineral Resources Department added to the list of
those parties that receive advance Exhibits so as to allow us to have research time prior to
Hearing dates. We will be able to provide a more informed recommendation to the Oil,
Gas and Mining Board. It would be best if we would receive only those Exhibits that
concern Indian lands, specifically on or adjacent to Indian lands. This may be a difficult
situation to attain, as it is not always clear where 'on or adjacent' occurs.

I am aware that you have gone to extra effort to correct this matter already, and I fully
appreciate it. My request is intended only to allow the addition of Uintah & Ouray
Agency and Ute Indian Tribe to the official listing.

We appreciate you concern, and hope that these comments are timely enough for
consideration in the revision process.

CC: Minerals & Mining Section of RES
Ute Energy & Mineral Resources Department: Executive Director



FEB-21-2003FRI 12:44PMELPASOPRODUCTION FAXNO.4357817094 P. 03

UnitedStatesDepartrnentof the Interior
BUREAU OF INDIANAFFAIRS

wnhinanoc2024o
.-Am FEB1 0 2003

Real Estate

I
I

CarrollA. Wilson
PrincipalLandman
WestportOil andGas Company,L.P.
1368South 1200Bast
Vemal,Utah 84078

DearMr. Wilson:

This is in responseto yourrequestfor approvalof RLI Insurance Company'sNationwideOil and
GasLeaseBondNo.RLBOOOS239executed offectiveDecember 17,2002,($150,000coverage)witla
WestportOilandGas Company,L P., as principal.

Thisbondis herebyapprovedasofthedate of this correspondence andwill be retainedinthe Bureau
ofIndianAffairs'Divisionof RealEstateServices, 1849CStreet,NW,MS-4512-MIB, Washington,
D.C.20240. AllBureauoil and gas regional offices andthesmetyare beinginformedof thisaction.

In ca where youhaveexisting individual and/orcollectivebondson file with oneormoreofour
region offices,you maynow request those ofBces,directly,to terminatein lieu of coverage under
this N tionwideBond.

Enclosed is a copy of the approvedbond for your files. If we maybe of father assistance in this
mann, pleaseadvise.

Director,Officeof Tmst Responsibilities



STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GAS ANDMINING 5 LEASEDESIGNATIONANDSERIALNUMBER:

6 IF INDIAN,ALLOTTEEOR TRIBE NAME

SUNDRY NOTICESAND REPORTS ON WELLS
7 UNITor CA AGREEMENTNAME:

Do not use this form for proposals to drill new wells, significantlydeepen existing wells below current bottom-hole depth, reenter plugged wells or to
drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

L TYPE OF WELL 8 WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER ,,Exhibit"A

2. NAMEOF OPERATOR: 9. API NUMBER:

El Paso Production Oil &Gas Company
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

9 Greenway Plaza Houston s. TX 77064-0995 (832) 676-5933
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: COUNTY:

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

19. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date work willstart CASINGREPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUGBACK WATER DISPOSAL .

(Submit Original Form Only)
CHANGEWELLSTATUS PRODUCTION(START/RESUME) WATER SHUT-OFF

Date ofwork completion:
COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths. volumes, etc

Operator change to Westport Oil and Gas Company, L.P., 1670 Broadway, Suite 2800, Denver, CO. 80202-4800,
effective December 17, 2002.

BOND#
State Surety Bond No. RLBOOO5236

Fee Bond No. RLBOOO5238 RECEIVED

DN.oFEO

L GAS MNING

Jon R< elsen, Attorney-in-Fact

WESTPORT OIL AND GASCOMPANY,L.P.
NAME(PLEASE PRINT) David R. Dix TITLE Agent and Attorney-in-Fact

SIANATIIRF
DATE

(This space for State use only)

(5/2000) (See instructions on Reverse





Form.9 STATE OF UTAH UU! ! ilJ l iML
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number
ML-47044

7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS
Donotusethisformforproposalstodrillnewwells,deepen existingwells,or toreenterpluggedand abandonedwells. 8. Unit or CommunitizationAgreement

UseAPPLICATIONFORPERMIT- forsuchproposals

1· Type of Well 9. Well Name and Number

II e i Other (specify) BAYLESS STATE 2-1

2. Name of Operator 10. API Well Number

WESTPORT OIL & GAS COMPANY, L.P. 43-047-34540

3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

P.O. BOX 1148 VERNAL, UT 84078 (435) 781-7023 NATURAL BUTTES

5. Location of Well

Footage : 536' FSL, 1964' FEL County : UINTAH

QQ, sec,T., R., M : SWSE SEC. 2, T9S, R20E State : UT

12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other
Date of Work Completion

Approximate Date Work Will Start UPON APPROVAL
Report results of Multiple Completions and Recompletions to different reservoirs

on WELL COMPLETION OR RECOMPLETION AND LOG form.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsurface
locations and measured and true vedical depths for all markers and zones pertinent to this work.)

OPERATOR REQUESTS AUTHORIZATION TO RE-COMPLETE THE SUBJECT WELL TO THE
MESA VERDE.

REFER TO THE PROPOSED PROCEDURE.
gECENED

APPROVED BYTHE STATE i 82003
OF UTAH DIVISION OF
OIL, GAS, AND MINING L,GAS&NN

14. I hereby certifythat the foregoing is trueand c rrect.

Name & Signature CHERYL CAMER r 1 ex / Title OPERATIONS Date 03/13/03

(State Use Only)

(8/90) See Instructions on Reverse



BAYLESS STATE #2-1 RECOMPLETE TO THE MESA VERDE
Section 2 -- T9S -- R20E

Uintah County, UT
February 5, 2003

ELEVATION: 4674' GL 4691' KB

TOTAL DEPTH: 12,635' PBTD: 11,562'

CASING: 9 5/8", 40#, S-95 ST&C @7280'
5 ½", 20#, P-110 LT&C @12,635'

TUBING: 2-3/8" 4.7# N-80 set at 11,535' SN@ 11,532'

PERFORATIONS: Mancos:
12,310'-12,340' 3 SPF; 11,861'-11,867' 3 SPF

Castlegate 'C'
11,788'-11,792' 3 SPF,

FISH TOP @11,562'

Castlegate 'B'
11,646'-11,652' 3 SPF, 11,554'-11,560' 3 SPF, 11,490'-11,496' 3 SPF

PROPOSED
PERFORATIONS: Mesa Verde:
10,628'-10,638' 3 SPF; 10,500'-10,510' 3 SPF; 10,344'-10,354' 3 SPF, 10,197'-10,203' 4 SPF; 8,041'-

8,051' 3 SPF
FRAC STAGE PROPOSED ZONE TOTAL PERFS CLEAN VOL FRAC SIZE

1 10,628'-10,638' 30 872 Bbls 75,000lbs
20/40 Sand

2 10,500'-10,510' 30 869 Bbls 75,000 lbs
20/40 Sand

3 10,344'-10,354' 30 823 Bbls 70,000 Ibs
20/40 Sand

4 10,197'-10,203' 24 520 Bbis 35,000lbs
20/40 Sand

5 8,041'-8,051' 30 522 Bbls 40,000 lbs
20/40 Sand

TOTALS 3,606 Bbis 295,000 lbs

TUBULAR PROPERTIES:
BURST COLLAPSE DRIFT DIA. CAPACITIES

(psi) (psi) (in.) (bbl/ft) (gal/ft)
2 3/8" 4.7# N-80 11,200 11,780 1.901" 0.00387 0.1624

tbg
5 ½" 20# P-110 12,640 11,080 4.653" 0.0221 0.9314

csg
2 3/8" by 5 ½" 0.0167 0.7013

Annulus



This procedure will cover the work to set a CIBP over the Castlegate/Mancos and complete the Mesa

Verde. The well will be fraced in 5 stages in one day. The composite BPs will be drilledout and zones

allowed to flow back for clean up.

PROCEDURE

1. MIRU service rig. Blow down the tubing and casing. ND X-tree and NU Cameron BOPE. Test to

500 psi. and 10,000 psi. POOH standing back tubing. 10 clean lined 500-bbl tanks will be needed.

Also, supply at least 6 cement blocks on location for flowback line and frac relief line weights. Load

tanks with fresh water while filtering coming off the tmcks into the tanks. Use Biocide in tanks.

2. RU wireline company. PU and RIH with 10K CIBP and set the CIBP at 11,370'. Dump bail 2 sxs of

cement on top of the CIBP. RTHand perforate the Mesa Verde from 10,628'-10,638' (3 SPF) (30

holes) with 3-3/8" expendable gun using 23-gram charges (0.43"),120-degreephasing. Depths

correlate to the LDT-CNL-GR run on 06-27-02. Report any pressure changes after perforating.

3. POOH with wireline. Establish injection rate into perforation using 2% KCl at 5 BPM. If the
perforations did not break, dump bail 12 gals of 15% HCI at the bottom perforation. Heat all

water to 85 degrees F the day prior to moving in for frac.

STAGE 1
4. MIRU 6 light plants. Frac Mesa Verde (10,628'-10,638') down casing with 75,000 lbs. 20/40 Sand

and 872 bbls of YF118ST Fluid/gel @±25 BPM rate (maximum surface treating pressure not to

exceed 9,500 psi). Include 300 gallons of inhibited 28% HCI at the beginning of the flush. Reduce

pumprite during the flush. Note ISIP. The dosignedfrac length is 3E4' with a fh c height of75'.

CLEAN CLEAN CUM. CUM.
STAGE GEL VOLUME VOLUME CLEAN PROP PROP

PROP

(GAL) (BBLS) (BBLS) (LBS) TYPE

Pad YF118ST 4,500 107.1 107.1 0 0

20/40
1- ppg YF118ST 3,750 89.3 196.4 3,750 3,750 SW

20/40
3- ppg YF118ST 7,500 178.6 375.0 22,500 26,250 SW

20/40
4- ppg YF118ST 7,500 178.6 553.6 30,000 56,250 Sand

20/40
5-ppg YF118ST 3,750 89.3 642.9 18,750 75,000 SW

Flush Slick Wtr 9,899 235.7 878.5

5. RU wireline and set composite BP at ±10,570', PUH slowly bleeding off pressure. Perforate the Mesa

Verde from 10,500'-10,510' (3 SPF) (30 holes) using 3-3/8" expendable gun with 23 gram charges

(0.43"),120 degree phasing. Report any pressure changes after perforating.

STAGE 2
6. Breakdown perforations using one pump truck at a maximum pressure of9,500 psi. Shut down and

record ISIP and calculate a frac gradient. If pressure is below 500 psi, consult w/ Engineering
Manager. Frac Mesa Verde (10,500'-10,510') down casing with 75,000 lbs. 20/40 Sand and 869 bbls

of YF118ST Fluid/gel @± 25 BPM rate (maximumsurface treating pressure not to exceed 9,500



DERL
Include 300 gallons of inhibited 28% HCl at the beginning of the flush. Reduce pump rate during
the fhuh. Note ISR'. The designed frac lengt l is 500' wi h a frac heiþt of 82'.

CLEAN CLEAN CUM. CUM.
STAGE GEL VOLUME VOLUME CLEAN

PROP PROP PROP

(GAL) (BBLS) (BBLS) (LBS) (LBS) TYPE

Pad YF118ST 4,500 107.1 107.1 0 0

20/40
1-ppg YF118ST 3,750 89.3 196.4 3,750 3,750 Sand

20/40
3- ppg YF118ST 7,500 178.6 375.0 22,500 26,250 Sand

20/40
4- ppg YF118ST 7,500 178.6 553.6 30,000 56,250 SW

20/40
5--ppg YF118ST 3,750 89.3 642.9 18,750 75,000 SW

Flush Slick Wtr 9,780 232.9 875.7

7. RU wireline and set composite BP at ±10,450', PUH slowly bleeding off pressure. Perforate the Mesa
Verde from 10,344'-10,354' (3 SPF) (30 holes) using 3-3/8" expendable gun with 23 gram charges
(0.43"),120 degree phasing. Report any pressure changes after perforating.

STAGE 3
8. Breakdown perforations using one pump tmek at a maximum pressure of9,500 psi. Shut down and

record ISIP and calculate a frac gradient. If pressure is below 500 psi, consult w/ Engineering
Manager. Frac Mesa Verde (10,344'-10,354') down casing with 70,000 lbs. 20/40 Sand and 823 bbls

of YF118ST Fluid/gel @±25 BPM rate (maximum surface treating pressure not to exceed 9,500 psi).
Include 300 gallons of inhibited 28% HCI at the beginning of the flush. Reduce pump rate during
the flush. Note ISIl".The desigred frac lengt i is 509' wi h a frac hei Atof 103'.

CLEAN CLEAN CUM. CUM.
STAGE GEL VOLUME VOLUME CLEAN PROP PROP PROP

(GAL) (BBLS) (BBLS) (LBS) TYPE

Pad YF118ST 4,200 100.0 100.0 0 0

20/40
1- ppg YF118ST 3,500 83.3 183.3 3,500 3,500 Sand

20/40
3- ppg YF118ST 7,000 166.7 350.0 21,000 24,500 SW

20/40
4-ppg YF118ST 7,000 166.7 516.7 28,000 52,500 Sand

20/40
5- ppg YF118ST 3,500 83.3 600.0 17,500 70,000 SW

Flush Slick Wtr 9,634 229.4



9. RU wireline and set composite BP at ±10,270', PUH slowly bleeding off pressure. Perforate the Mesa

Verde from 10,197'-10,203' (4 SPF) (24 holes) using 3-3/8" expendable gun with 23 gram charges
(0.43"),90 degree phasing. Report any pressure changes after perforating.

STAGE 4
10. Breakdown perforations using one pump tmck at a maximum pressure of9,500 psi. Shut down and

record ISIP and calculate a frac gradient. If pressure is below 500 psi, consult w/ Engineering
Manager. Frac Mesa Verde (10,197'-10,203') down casing with 35,000 lbs. 20/40 Sand and 520 bbls

of YF118ST Fluid/gel @± 25 BPM rate (maximum surface treating pressure not to exceed 9,500 psi).

Include 300 gallons of inhibited 28% HCl after pumping 30 bbls of flush first. Reduce pump rate

during he flush. N ste ISIP. The designed free length is :50' with a i ac height o '158'.
CLEAN CLEAN CUM. CUM.

STAGE GEL VOLUME VOLUME CLEAN PROP PROP
PROP

(GAL) (BBLS) (BBLS) (LBS) (LBS)
TYPE

Pad YF118ST 2,100 50.0 50.0 0 0

20/40
1-ppg YF118ST 1,750 41.7 91.7 1,750 1,750 SW

20/40
3- ppg YF118ST 3,500 83.3 175.0 10,500 12,250 Sand

20/40
4-ppg YF118ST 3,500 83.3 258.3 14,000 26,250 Sand

20/40
5-ppg YF118ST 1,750 41.7 300.0 8,750 35,000 Sand

Flush Slick Wtr 9,497 226.1 526.1

11. RU wireline and set composite BP at ±10,100', PUH slowly bleeding pressure off. Perforate theMesa
Verde from 8041'-8051' (3 SPF) (30 holes) using 3-3/8" expendable gun with 23 gram charges
(0.43"),120degree phasing. Report any pressure changes after perforating.

STAGE 5
12. Breakdown perforations using one pump truck at a maximum pressure of 9,500 psi. Shut down and

record ISIP and calculate a frac gradient. If pressure is below 500 psi, consult w/ Engineering
Manager. Frac Mesa Verde (8041'-8051') down casing with 40,000 lbs. 20/40 Sand and 522 bbls of
YF118ST Fluid/gel @±25 BPM rate (maximum surface treating pressure not to exceed 9,500 psi).
Reduce pump rate during the flush. Note ISIP. The designed frac length is 366' with a frac height of



CLEAN CLEAN CUM. CUM.
STAGE GEL VOLUME VOLUME CLEAN PROP PROP PROP

(GAL) (BBLS) (BBLS) (LBS) TYPE

Pad YF118ST 2,400 57.1 57.1 0 0

20/401- ppg YF118ST 2,000 47.6 104.8 2,000 2,000 SW

20/403- ppg YF118ST 4,000 95.2 200.0 12,000 14,000 SW

20/40
4- ppg YF118ST 4,000 95.2 295.2 16,000 30,000 SW

20/40
5-ppg YF118ST 2,000 47.6 342.9 10,000 40,000 Sand

Flush Slick Wtr 7,489 178.3 521.2

13. RU wireline and set composite BP at ±7970'. RD wireline. RD service company.

14. Pick up 4-3/4" mill tooth bit, pump-off bit sub, 1joint2-3/8" tubing, and SN. RIH on 2-3/8" tubing to
7960'. Establish circulation with air foam unit and drill out the composite BPs at 7970', 10,100',
10,270', 10,450', & 10,570'. Continue cleaning out to 11,370'. PUH to ±10,490' and land the tubing
with the EOT at ±10,490'.

15. ND BOPE and NU tree. Drop ball and pump-off the bit. RDMO of workover rig.

16. Put well on production.

LLA
Approvals: Engr. Mgr,



Division of Oil, Gas and Mining ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

X Change of Operator (Well Sold) Designation of Agent/Operator

Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 12-17-02

FROM: (Old Operator): TO: ( New Operator):

EL PASO PRODUCTION OIL & GAS COMPANY WESTPORT OIL & GAS COMPANY LP

Address: 9 GREENWAY PLAZA Address: PO BOX 1148

HOUSTON, TX 77064-0995 VERNAL, UT 84078

Phone: 1-(832)-676-5933 Phone: 1-(435)-781-7023

Account No. N1845 Account No. N2115

CA No. Unit:

WELL(S)
SEC TWN API NO ENTITY LEASE WELL WELL

NAME RNG NO TYPE TYPE STATUS

KENNEDY WASH ST 16-1 16-08S-23E 43-047-33589 12871 STATE GW P

PTS FED 23-17 SAND RIDGE 17-08S-23E 43-047-30623 6126 FEDERAL GW S

KENNEDY WASH FED 19-1 19-08S-23E 43-047-33749 99999 FEDERAL GW APD

KENNEDY WASH FED 21-1 21-08S-23E 43-047-33870 99999 FEDERAL GW APD

KENNEDY WASH FED 23-1 23-08S-23E 43-047-33748 99999 FEDERAL GW APD

UTD KIDD 20-16 20-09S-18E 43-047-32568 11727 FEDERAL OW P

KURIP 1 27 (CR-168) 01-09S-20E 43-047-30962 165 INDIAN GW P

KURIP 1-167 01-09S-20E 43-047-33974 99999 INDIAN GW APD

KURIP 1-227 01-09S-20E 43-047-34738 99999 INDIAN GW APD

ARCHEE 1-117 (CR-168) 01-09S-20E 43-047-33388 13031 INDIAN GW P

ARCHEE 1-118 01-09S-20E 43-047-33400 99999 INDIAN GW APD

KURIP 1-116 (CR-168) 01-09S-20E 43-047-33407 12908 FEDERAL GW P

ARCHEE 1-201 01-09S-20E 43-047-34822 99999 INDIAN GW APD

ARCHEE 1-202 (CR-168) 01-09S-20E 43-047-34523 13466 INDIAN GW P

ARCHEE 1-228 01-09S-20E 43-047-34737 99999 INDIAN GW APD

BAYLESS STATE 2-1 02-09S-20E 43-047-34540 13473 STATE GW DRL

TRIBAL 2-119 02-095-20E 43-047-33389 99999 INDIAN GW APD

TRIBAL 2-168 02-09S-20E 43-047-34120 99999 INDIAN GW APD

UTE TRIBAL 2-169 02-09S-20E 43-047-33977 99999 INDIAN GW APD

POST 3 24 03-09S-20E 43-047-30804 150 INDIAN GW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed

1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 02/28/2003

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 03/04/2003

3. The new company has been checked through the Department of Commerce, Division of Corporations Database on: 03/06/2003

4. Is the new operator registered in the State of Utah: YES Business Number: 1355743-0181

5. If NO, the operator was contacted contacted



6. (R649-9-2)Waste Management Plan has been received on: IN PLACE

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM-12/31/2003 BIA-12/5/02

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: 02/27/2003

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: 01/09/2003

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to Inject,
for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: N/A

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 03/26/2003

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 03/26/2003

3. Bond information entered in RBDMS on: N/A

4. Fee wells attached to bond in RBDMS on: N/A

STATE WELL(S) BOND VERIFICATION:
1. State well(s) covered by Bond Number: RLB 0005236

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: 158626364

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: RLB 0005239

FEE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number RLB 0005238

2. The FORMER operator has requested a release of liability from their bond on: N/A
The Division sent response by letter on: N/A

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: N/A

COM



Form 9 TE OF UTAH
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL, GAS ANDMINING 6. Lease Designationand Serial Number

MULTIPLE WELLS- SEE ATTACHED
7. Indian Allotteeor Tribe Name

SUNDRY NOTICES AND REPORÏS ON WELLS
Donotuse thisformforproposalstodrillnewwells,deepen existingwells,ortoreenterpluggedand abandonedwells. 8. Unit or ÒommunitizationAgreement

UseAPPLICATIONFORPERMIT-for suchproposah MULTIPLE WELLS- SEE ATTACHED
1- Type of Well 9. Well Name and Number

11 el Other (specify) MULTIPLE WELLS- SEE ATTACHED
2. Name of Operator 10. API WellNumber

WESTPORT OIL & GAS COMPANY, L.P. MULTIPLE WELLS- SEE ATTACHED
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

1368 SOUTH 1200 EAST, VERNAL, UTAH 84078 435-781-7060 MULTIPLE WELLS- SEE ATTACHED
5. Location of Well

Footage : MULTIPLE WELLS- SEE ATTACHED County : UINTAH
QQ, Sec, T., R., M : MULTIPLE WELLS- SEE ATTACHED State : UTAH

12. CHECK APPROPRIATE BOXESTO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENTREPORT

(Submit in Duplicate) (SubmitOriginalForm Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other VARIANCE
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completionsand Recompletions to differentreservoirs
on WELL COMPLETIONOR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.

13. DESCRIBEPROPOSED OR COMPLETEDOPERATIONS(Clearlystate all pertinentdetails, and give pertinentdates. Ifwell is directionallydrilled,give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to thiswork.)

Westport Oil & Gas requests a variance to Onshore Order No. 4, Part III C. a. requiring each sales tank be equipped with a
pressure-vacuum thief hatch and/or vent line valve. The variance is requested as an economic analysis shows the value of the
shrunk condensate will not payout the incremental cost of purchasing and maintaining the valve resulting in a loss of value over the
producing life of the well.

The volume lost to shrinkage by dropping the tank pressure from 6 ozs. to 0 psig is shown to be 0.3% of the tank volume. This was
determined by lab analysis of a representative sample from the field. The sample shrunk from 98.82% of original volume to 98.52%
when the pressure was dropped. The average well produces approximately 6 bbls condensate per month. The resulting shrinkage
would amount to 0.56 bbls per month lost volume due to shrinkage. The value of the shrunk and lost condensate does not recoup
or payout the cost of installing and maintaining the valves andother devices that hold the positive tank presure. An economic
run based on the loss and costs is attached. Westport Oil & Gas requests approval of this variance in order to incrŠnkWN
of the well to the operator and the mineral royalty owners. Copy

14. I hereby certifythat the foregoing is true and correct.

(State Use Only) Utah Division of a RECEIVED
Oil,Gas and Mining FederalAppid

Actionis JUL 14 2004
Date:

(8/90) . Instructions on Reverse Side DIVOFOIL,GAS&



0 19
WELL LEGALS STF LEASE NO CA NUMBER API NO

ARCHY BENCH STATE 1-2 NENE SEC 2, T11S, R22E ML22348A 4304731489
BAYLESS STATE02-01 SWSE SEC 2, TOS,R20E ML47044 4304734540
BONANZA 1023-2A NENE SEC. 2, T10S, R23E ML47062 4304735347
BONANZA 1023-2C NENW SEC. 2, T10S, R23E ML47062 4304735346
BONANZA 1023-2E SWNW SEC. 2, T10S, R23E ML47062 4304735345
KENNEDY WASH STATE 16-1 NWNW SEC 16, T8S, R23E ML47212 4304733589
MORGAN STATE 01-36 SENW SEC 36, T9S, R21E ML22265 4304730600
MORGAN STATE 02-36 NWNE SEC 36, T9S, R21E ML22265 4304732585
MORGAN STATE 03-36 NWNE SEC 36, T9S, R21E ML22265 4304732589
MORGAN STATE 04-36 NWSW SEC 36, T9S, R21E ML22265 4304732729
MORGAN STATE 05-36 NWSE SEC 36, T9S, R21E ML22265 4304732735
MORGAN STATE 06-36 SWNW SEC 36, T9S, R21E ML22265 4304732810
MORGAN STATE 07-36 NENW SEC 36, T9S, R21E ML22265 4304732811
MORGAN STATE 08-36 NENE SEC 36, T9S, R21E ML22265 4304732812
MORGAN STATE 09-36 SWNE SEC 36, T9S, R21E ML22265 4304732815
MORGAN STATE 10-36 SENE SEC 36, T9S, R21E ML22265 4304732816
MORGAN STATE 11-36 NESW SEC 36, T9S, R21E ML22265 4304732813
MORGAN STATE 12-36 NESE SEC 36, T9S, R21E ML22265 4304732814
MORGAN STATE 13-36 SESE SEC 36, T9S, R21E ML22265 4304732817
MORGAN STATE 14-36 SWSW SEC 36, T9S, R21E ML22265 4304733092
MORGAN STATE 15-36 SESW SEC 36, T9S, R21E ML22265 4304733094
MORGAN STATE 16-36 SWSE SEC 36, T9S, R21E ML22265 4304733093
STATE 01-32 NESW SEC 32, T10S, R22E ML22798 891008900A 4304734317
STATE 02-32 SESW SEC 32, T10S, R22E ML22798 4304734831
STATE 03-32 NWSW SEC 32, T10S, R22E ML22798 4304734832
STATE 1022-32A NENE SEC. 32, T10S, R22E ML22798 4304735096
STATE 1022-32J NWSE SEC 32, T10S, R22E ML22798 4304735095
STATE 1022-32M SWSW SEC 32, T10S, R22E ML-22798
STATE 1022-320 SWSE SEC. 32, T10S, R22E ML22798 4304735315
STATE 11-36 NESW SEC 36, T8S, R21E ML22051 9C-205 4304734505
STATE 14-16 SWSW SEC 16, T7S, R21E ML40904 4304731417
STATE 31-32 SESE SEC 31, T8S, R22E ML28048 VR491-84688C 4304730906
STATE 32-21 NESE SEC 32, T8S, R21E ML22052 9C-204 4304730754
STIRRUP STATE 32-1 NWNE SEC 32, T6S, R21E ML22036 UTU76783X 4304731557
STIRRUP STATE 32-1-J NWSE SEC 32, T6S, R21E ML40226 4304731646
STIRRUP STATE 32-2 SENE SEC 32, T6S, R21E ML22036 UTU76783X 4304731626
STIRRUP STATE 32-6 SWD NENE SEC 32, T6S, R21E ML22036 UTU76783X 4304732784
UTE TRIBAL31-060 NESW SEC 31, T8S, R22E ML28048 VR491-84688C 4304733340
WONSITS STATE 01-32 SWNE SEC 32, T7S, R22E ML47780 4304732820
WONSITS STATE 02-32 SWSE SEC 32, T7S, R22E ML47780 4304732819
WONSITS STATE 05-32 SENE SEC 32, T7S, R22E ML47780 4304733678
WONSITS STATE 09-32 NESW SEC 32, T7S, R22E ML47780



e Westport Oli & Gas, LP.
Prolect Economics Worksi
Insbucions: FIIIInblue L...d areas with before and after project data. The evaluallon resuh.

. are shown below and graphed automatically at the bottom of the page. Thissheet
Isprotected to prevent accidental afteration of the formulas.See JTCfor changes.
OPXentered as annual costs and/or as unitOPXcosts for$/BF and $/MCF

Project Name Conciensale ŠÍlrinimgeEconomics

is thisjob a wei pul or producion !!0 ]ob TTT (Yor N)
BEFORE AFTER DIFFERENCE
siv.« siv•œ s/v•ar

GrossOilRevenue $1,088 $11
Gros das Revenue to
NGLRevenue $0
PUUÞlGUNIT$ERVCE
WIREUNESERVICE
SUBSURFEGUIPREPAIRS
COMPANYLABOR
coNTRACT LABOR ŠÒ
CONTRSERVICE
LEASEFUELGAS Š0
ummES - RECTRCRY Š0
CHEMICALTREATING
MATERIAL&SUPPLY $0
WATER&HAUUNG
ADMINISTRATIVECOS15
GASPLANTPROCESSING

Tolais Ò $350 Increased OPXPer Year

investment Breakdowm
Cap/Exp OllPrice ¶H ÖlÏ

Code Cost, $ Gas Price /MCF
Capital $ ElectricCost - / HP/ day
Expense $ OPX/BF F
Total$ OPX/MCF CF

Production &OPXDetal:
Before ARer DIRerence

OilProducilon 0.192 GOPD 0.194 BoPD 0.002 soPD
Gas Production MCfPD MCFPD MCFPD
WirProduction swPD swPD ewro
Horse Power HP HP HP
Fuel Gas Bumed MCFPD MCFPD MCFPD

Project life: Payout Calculalion:
lie = 20.0 ¡Years

(Ufeno longer than 20 years) Payout = Total investment = 1
3um(OPX+ Incremenlai Revenue)Inlemal Rate of Return:

Aier Tax IROR=| GDIV/01 | Payout occurs when totalATcashflow equals investment
See graph below, note yean when cashflow reaches zeroATCum Cashiow:

Operating Cashflow = | ($2,917)|(Discounted @10%) Payout = | NEVER | Yearsor | #VALUEl|Days

Gross Reserves:
Oi Reserves = 6 BO
Gas Reserves = 0 MCF
Gas EquivReserves = 38 MCFE

Notes/AssumpHons:
An averaae NBUwei nroduces 0.192 Bcod with no fank oressure. The uroduction is increased to 0.196 Bcud &6 ozs of Dressureare niaced on the tank.The increased nroducilon does not novout the valve cost or the esilmaled annual molnfenance costs.

Projeci: Condensate Shrinkage Economics

($500) --
----

---

($1,000)
--

($1,500)

($3,000)

0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
Project



Westport Oil and Gas, Inc.
NBUiOuray Field

RFL2003-022

COMPARISONOF FLASH BACKPRESSURES
Calculated by Characterized Equation-of--State

Flash Gas/Oli Specific Separator Separator
Conditions Ratio Gravityof Volume Volume

(scDSTbbl) Flashed Gas Factor Percent
pelg °F (A) (Ak=1.000) (B) (C)

Calculated at Laboratory Flash Comfidons

80 70 1.019
0 122 30.4 0.993 1.033 101.37%
0 60 0.0 - 1.000 98.14%

Calculated Flash with Beckpressure usIng Tuned EOS

80 70 1.015
6.0 or 65 24.6 0.777 1.003 98.82%

0 60 0.0 - 1.000 98.52%

80 70 1.015
4.0 oz 65 24.7 0.778 1.003 98.82%

0 60 0.0 - 1.000 98.52%

80 70 1.015
2.0 oz 65 24.7 0.779 1.003 98.82%

0 60 0.0 - 1.000 98.52%

80 70 1.015
0 65 24.8 0.780 1.003 98.82%
0 60 0.0 - 1.000 98.52%

(A)CubicFeet of gas at 14.696 psia and 60 'F per Barrelof Sinck Tank OIIat 60 *F.
(B)Barrelsofoi at indicatedpressure and temperatureper Bamilof Sinck Tank05 at 60 *F.
(C) Oi volumeat indicatedpressure and temperatureas a percenlage of originalsalurated oi volume.
Note: Bubblepointofsample Inoriginalsample containerwas 80 peigat 70' F wilh1 cc water

PENCOR SpecialFMd Studies Page 3 CORE



Form 9 STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING 6. Lease Designation and Serial Number
ML-47044

7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS
Donotusethisformforproposalstodrillnewwells,deepen existingwells,ortoreenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuch proposals

1- Type of Well 9. Well Name and Number

Other (specify) BAYLESS STATE 2-1
2. Name of Operator 10. API Well Number

WESTPORT OIL & GAS COMPANY LP. 43-047-34540

3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

1368 SOUTH 1200 EAST VERNAL,UTAH 84078 (435) 781-7024 NATURAL BUTTES
5. Location of Well

Footage : 536TSL & 1964'FEL County : UINTAH

QQ,sec,T., R., M : SWSE SECTION2-T9S-R20E State : UTAH

12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submitin Duplicate) (Submit OriginalForm Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans . Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other WORKOVER OPERATIONS

Other
Date of Work Completion 5/25/04

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletionsto different resentoirs
on WELL COMPLETlON OR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pedinent to this work.)

5/19/04: TO PULL STUCK PLUGER C/O AND RAISE TBG. MlRU FLOWLINE TO FB TANK
FLOW WELL OVERNIGHT. KILLWELL NDWH NUBOP. UNLAND 2 3/8" TBG RIH W/5 JTS.
TAG @10,652'POOH W/339 JTS TBG.PU 4 5/8" BIT SUB. TRIPPED IN HOLE W/ 50 STDS

2 3/8" TBG. EOT @3000'.OPEN WELL 600 PIS BD, PMP 20 BBLS KCL TO KILL TBG.
RIH Wl2 3/8" TBG TAG @10,252'.RU DRLG EQUIP & FOAM UNIT. BROKE CIRC.
DRILL TO 10,300' FELL THROUGH.RIH TAG @10,472'.DRILL TO 10,536' QUIT MAKING HOLE.
CIRC WELL CLEAN RD FOAM UNIT. POOH Wl50 STDS. PMP DN CSG 150 BBLS BRINE. POOH W/2 3/8"

TBG. BIT SUB 4 5/8" MILL, MILL OK. PU MILL SHOE 2 3/8" SEATING NIPPLE. RIH BROACHING 2 3/8" TBG
LD 32 JTS W/FILM OF SCALED ONID. RIH TO 8600'. WELL STARTED FLOWING. BLDWN WELL.
PMP 40 BBLS BRINE WATER TBG.PMP 40 BBLS BRINE WATER DN CSG. FINISH RIH W/2 3/8" N-80 TBG.
316 JTS LAND TBG @10,028'EOT. NDBOP, NUWH, RD RIG.
PLACED WELL BACK ON PRODUCTIONON 5/25/
14. I hereby certify that the foregoing is truea rrect."'

Narne &Signature Sheila Up go Title Regulatory Analyst Date 08/11/04

(State Use Only)

(Alem See Instructions on Reverse



Form 9 S TE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number
ML-47044

7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS
Donotuse thisformforproposalstodrillnewwells,deepen existingwells,ortoreenterpluggedandabandonedwells. 8. Unit or CommunitizationAgreement

UseAPPLICATIONFORPERMIT- forsuchproposals

1. Type of Well 9. Well Name and Number
O Other (specify) BAYLESS STATE 2-1

2. Name of Operator 10. API Well Number

WESTPORT OIL & GAS COMPANY L.P. 43-047-34540
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

1368 SOUTH 1200 EAST VERNAL, UTAH 84078 (435) 781-7024 NATURAL BUTTES
5. Location of Well

Footage : 536'FSL & 1964'FEL County : UINTAH
QQ, Sec, T., R., M : SWSE SECTION 2-T9S-R20E State : UTAH

12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other WORKOVER OPERATIONS

Other

Date of Work Completion 5/25/04
Approximate Date Work Will Start

Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETIONOR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

5/19/04: TO PULL STUCK PLUGER C/O AND RAISE TBG. MIRU FLOWLINE TO FB TANK
FLOW WELL OVERNIGHT. KILL WELL NDWH NUBOP. UNLAND 2 3/8" TBG RIH W/5 JTS.
TAG @10,652'POOH W/339 JTS TBG. PU 4 5/8" BIT SUB. TRIPPED IN HOLE W/ 50 STDS
2 3/8" TBG. EOT @3000'.OPEN WELL 600 PIS BD, PMP 20 BBLS KCL TO KILL TBG.
RIH W/2 3/8" TBG TAG @10,252'.RU DRLG EQUIP & FOAM UNIT. BROKE CIRC.
DRILL TO 10,300' FELL THROUGH. RIH TAG @10,472'.DRILL TO 10,536' QUIT MAKING HOLE.
CIRC WELL CLEAN RD FOAM UNIT. POOH W/50 STDS. PMP DN CSG 150 BBLS BRINE. POOH W/2 3/8"
TBG. BIT SUB 4 5/8" MILL, MILL OK. PU MILL SHOE 2 3/8" SEATING NIPPLE. RIH BROACHING 2 3/8" TBG
LD 32 JTS W/FILM OF SCALED ON ID. RIH TO 8600'. WELL STARTED FLOWING. BLDWN WELL.
PMP 40 BBLS BRINE WATER TBG. PMP 40 BBLS BRINE WATER DN CSG. FINISH RIH W/2 3/8" N-80 TBG.
316 JTS LAND TBG @10,028'EOT. NDBOP, NUWH, RD RIG.
PLACED WELL BACK ON PRODUCTION ON 5/25/
14. I hereby certify that the foregoing is true an rrect."

Name & Signature Sheila Up ego Title Regulatory Analyst Date 08/11/04

(State Use Only)

RECEIVED
AUSI 8 2004

See Instructions on Reverse Side DIV.OFOIL,GAS&MINING



F° ' S E OF UTAH
DIVISIONOF OIL, GAS AND MINING 5.LEASEDESIGNATIONANDSERIALNO.

ML-47044
6. IF INDIAN, ALLOTTEE OR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG*

la. TYPE OF WELL 7. UNIT AGREEMENT NAME

OWELLL GASLL
DRY

Other

lb. TYPE OF COMPLETION 8. FARM OR LEASE NAME, WELL NO.

EL
WOERK .

EP- AUCGK DREŒS
R. Other BAYLESS STATE

2. NAME OF OPERATOR
9. WELL NO.

WESTPORT OIL & GAS COMPANY L.P. Ž-1
3. ADDRESS AND TELEPHONE NO 10. FIELD AND POOL OR WILDCAT

1368 SOUTH 1200 EAST VERNAL, UTAH 84078 (435) 781-7024 NATURAL BUTTES

4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements) 11. SEC., T., R, M., OR BLOCK AND SURVEY

At Surface
OR AREA

SWSE 536'FSL & 1964'FEL
At top prod. Interval reported below SECTION 2-T9S-R20E

At total depth 14. API NO. DATE ISSUED 12. COUNTY 13. STATE

43-047-34540 4/16/02 UINTAH UTAH
15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL (Ready to prod. or Plug& 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19. ELEV. CASINGHEAD

5/1/02 7/1/02 5/8/0 3 4673.5'G L
20. TOTAL DEPTH, MD & TVD 21. PLUG, BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 3. INTERVALS ROTARY TOOLS CABLE TOOLS

12,565' TD HOW MANY DRILLED BY

12,635' MD TVD MD TVD --> |X
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD) 25. WAS DIRECTIONAL

SURVEY MADE

MESAVERDE: 10628'-10638'; 10500'-10510'; 10344'-10354'; 10197'-10203'; 8041'-8051'
NO

26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED YES NO (Submit analysis)

N/A DRILL STEM TEST YES NO (See reverse side)

23. CASING RECORD (Report all s rings set in well)

CASING SIZE WEIGHT, LBJFT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED

13 3/8" b4.b# 460' 1/ 1/2" 408 CLAss e
9 h/8" 40# /280' 12 1/4" 680 H)HLL1180 60/60 PUZ
b 1/2" 2U# 12,630' 8 3/4" 2520 bU/bU FUZ/bbU DU/bUPUZ

29. LINER RECORD 30. TUBING RECORD

SlZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2 3/8" 10497

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

INTERVAL S.EE NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

10628'-10638' 30 HOLES 10628'-10638' PMP 880 BBLS YF118ST &74,600# 20/40 :

10500'-10510' 30 HOLES 10500'-10510' PMP 874 BBLS YF118ST & 74,700# 20/40 :

10344'-10354' 30 HOLES 10344'-10354' PMP 837 BBLS YF118ST & 70,000# 20/40 :

10197'-10203' 24 HOLES 10197'-10203' PMP 539 BBLS YF118ST &33,600# 20/40 :

8041'-8051' 30 HOLES 8041'-8051' PMP 531 BBLS YF118ST & 42,800# 20/040

33.* PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping--size andtype of pump) WELL STATUS (Producing or shut-in)

5/8/03 |FLOWING PRODUC/NG
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBLS. GAS--MCF. WATER--BBL. GAS-OIL RATIO

5/10/03 24 16/64
TEST PERIOD 0 1302 227

FLOW.TUBINGPRESS. CASINGPRESSURE CALCULATED OIL-BBL. GAS--MCF. WATER--BBL. ILGRAVITY-API(CORR)

24-HOUR RATE

914# 1377# ->
0 1302 227

34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST WITNESSED BY

SOLD
35. LIST OF ATTACHMENTS

36. I hereby certify that the foregoing and e rmation mp te and c rrect as determined from all available records

SIGNED SHEILA UPC EGO / TITLE REGULATORY ANALYST REGelVgg2003
' See Spaces for Addition Data on Reverse Side

(3/89)
AUS18 2004

06/.0F OIL,GAS&
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STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

0 . g DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-47044

SUNDRY NOTICES AND REPORTS ON WELLS
6. IF1NDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do notuse this form for proposals to drillnewwells, significantlydeepen existingwells below currentbottom-hole depth, reenter plugged wells, or to

drillholizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER BAYLESSSTATE 2-1

2. NAMEOF OPERATOR: 9. API NUMBER:

WESTPORT OIL &GAS COMPANY L.P. 4304734540
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1368 S. 1200 E. VERNAL STATE UT ,,,84078 (435) 781-7024 NATURAL BUTTES
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 536'FSL & 1964'FEL COUNW: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWSE 2 9S 20E STATE:
UTAH

a CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work wil start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE O TUBINGREPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCflON (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: MAINTENANCE
2/21/2005 O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

02/21/05 PROG: 11:00 HELD SAFETY MEETING,ROAD RIG &EQUIPMENT FROM COGC11 TO BAYLESSSTATE 2-1,
PMP 30 BBLS OF 2% KCL TO KILLWL WlHOT OILER, NDWH NUBOPS. POOH & LD 32 JTS OF 2-3/8" N-80 TBY 999.44',
EOT @ 9,028.56'. ND BOP'S NU WL HEAD, RDMO ADLERS HOT OILER.

RECEIVED
APRt 9 2005

DIVOFOIL,GAS&MINING

NAMEA DATE REGULATORY ANALYST

(This space for State use only)

(5/2000) (See Instructions on Reverse



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1. DJJ

2. CDW
X Change of Operator (Well Sold) Operator Name Change/Merger

The operator of the well(s) listed below has changed, effective: 1/6/2006
FROM: (Old Operator): TO: ( New Operator):
N2115-Westport Oil & Gas Co., LP N2995-Kerr-McGee Oil & Gas Onshore, LP

1368 South 1200 East 1368 South 1200 East
Vernal, UT 84078 Vernal, UT 84078

Phone: 1-(435) 781-7024 Phone: 1-(435) 781-7024

CA No. Unit:
WELL NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

| |NO |TYPE |TYPE | STATUS

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 5/10/2006
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 5/10/2006
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 3/7/2006
4a. Is the new operator registered in the State of Utah; YES Business Number: 1355743-0181

4b. If NO, the operator was contacted contacted on:
5a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
Sb. Inspections of LA PA state/fee well sites complete on: n/a
5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM 3/27/2006 BIA not yet

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: 3/27/2006

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: n/a

9. Underground Injection Control ("UIC") The Division has approved UIC Forn 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on:

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 5/15/2006
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 5/15/2006
3. Bond information entered in RBDMS on: 5/15/2006
4. Fee/State wells attached to bond in RBDMS on: 5/16/2006
5. Injection Projects to new operator in RBDMS on:
6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a Name Change Only
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: COl203
2. Indian well(s) covered by Bond Number: RLB0005239
3. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number RLB0005236
a. The FORMER operator has requested a release of liability from their bond on: n/a rider added KMG

The Division sent response by letter on:
LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 5/16/2006
COMMENTS:

KMG (Westport) FORM A.xls



Form 3 16 5 UNITED STATES FORMAPPROVED
(August 1999) OMB No. 1004-0135

DEPARTMENT OF THEINTERIOR Expios Jnovember30,2000
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRYNOTICESANDREPORTS ONWELLS MULTIPLE LEASES
Do not use thIs form for proposals to drlII or reenter an 6. If Indian, Allottee or Tribe Name
abandoned well. Use Form 3100-3 (APD)for such proposals.

7. If Unit or CA/Agreement, Name and/or No.
SUBMITIN TRIPLICATE- Other instructions on reverse side

I. Type of Well

O oil weil O Gas Well Other 8. Well Name and No.
2. NameofOperator MUTIPLE WELLS
KERR-McGEE OIL & GAS ONSHORELP 9. API Well No.
3a. Address 3b. Phone No. (include area code)

1368 SOUTH 1200 EAST VERNAL,UT 84078 (435) 781-7024 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., T. R., M. or Survey Description)

) l. County or Parish, State
SEE ATTACHED

UINTAH COUNTY, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, R 3PORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Q Acidize O Deepen Q Production (Start/Resume) O Water Shut-Off

O Alter Casing O Fracture Treat Q Reclamation Wen Inteyty
Subsequent Report Q Casing Repair Q New Construction O Recomplete Other CHANGEOF

O Change Plans O Plug and Abandon Q Ternporarily Abandon OPERATOR
O Final Abandonment Notice O Convert to Injection Q Plug Back O wateroisposai

13. DescribeProposedor CompletedOperations(cleady state all pertinentdetails,includingestimatedstartingdate of anyproposedwork andapproximatedurationthereof -

If the proposal is to deepen dir¢ctionally or recomplete horizontally, give subsurface locations and measured aid true vertical depths of all pertinentmarkersand zones.
Attach the Bond under which the work will be performedor providethe BondNo. on file with BLM/BIARequiredsubsequentreportsshall be filed within30 days
followingcompletion of the involvedoperations. If the operation results in a multiplecornpletionor recompletion in a new interval,a Form316M shallbe filedonce
testing has been completed. FinalAbandonmentNoticesshall be filed onlyefter all requirements,includingreclamation, have been completed,and the operatorhas
determinedthat the site is readyfor finalinspection.

PLEASE BE ADVISED THAT KERR-McGEE OIL & GAS ONSHORE LP, IS CONSIDERED TO BE THE RECE IVED
OPERATOR OF THE ATTACHED WELL LOCATIONS. EFFECTIVE JANUARY 6, 2006.
KERR-McGEE OIL & GAS ONSHORE LP, IS RESPONSIBLE UNDER TERMS AND CONDITIONS MAÏl Û2ÛÛ6
OF THE LEASE(S) FOR THE OPERATIONS CONDUCTED UPON LEASE LANDS.BOND COVERAGE
IS PROVIDED BY STATE OF UTAH NATIONWIDEBOND NO. RL 0005237. DIV.OFOIL,GAS&MININCson som aaños PROVEDJ L6

Nat rinted/Typed) Title EarleneRussell,EngineeringTechnlolan
Y AY DRILLINGMANAGER

ture / Date
May 9, 2006

I THIS SPACE FOR FEDERAL OR STATEUSE
Approved by Title Date

Conditions of appmval, ifany, are attached Approval of thisnotice does not warrant or Office
certify thatthe applicant holds legal or equitable titleto thoserights in the subjectlease
which would entitle theapplicant to conduct operations thereon.

Title 18U.S.C.Section 1001,make ita crime forany personknowinglyand willfully to make to any departmentor agency of theUnitedStatesany
false,fictitiousor fraudulentstatementsorrepresentationsas to anymatterwithinitsjurisdiction.

(Instructions on



Form3160-5 UNITED STATES FORMAPPROVED
(August 1999) OMBNo. 1004-0135

DEPARTMENT OF THE INTERIOR ExpiresJnovember30,2000

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRYNOTICESANDREPORTS ONWELLS MULTIPLELEASES
Do not use thIsform for proposals to drill or reenter an 6. IfIndian,AllotteeorTribeName
abandoned well. Use Form 3160-3 (APD)for such proposals.

7. If Unit or CA/Agreement, Name and/or No.
SUBMITIN TRIPLICATE- Other instructions on reverse side

l Type of Well

O oli weli U Gas Well Other 8. Well Name and No.
2. Name of Operator MUTIPLE WELLS
WESTPORT OIL & GAS COMPANY L.P. 9. API Well No.
3a. Address 3b. Phone No. (include area code)

1368 SOUTH 1200 EAST VERNAL, UT 84078 (435) 781-7024 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage. Sec., T., R., M. or Survey Description)

11. County or Parish, State

SEE ATTACHED
UINTAHCOUNTY, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, R IPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Q Acidize O Deepen O Production (Start/Resume) O Water Shut-Off

O ^uer casins O Fracture Treat O Recla==tion O wellintegrity
Ð Subsequent Repon O Casing Repair O New Conswuction Q Recomplete Other CHANGEOF

O changePlans O Plug and Abandon Q Temporarily Abandon OPERATOR
O Final Abandonment Notice O convet ro injection O Plug Back Q Water Disposal

13. DescribeProposedor CompletedOperations(clearlystate all pertinentdetails,includingestimatedstartingdate of anypoposed workandapproximatedumtionthereof
If the proposalis to deependirectionallyor recompletehorizontally,give subsurfacelocationsand measuredandtme vertical depthsof all pertinentmarkersand zones.
Attach the Bondunder whichthe work will be performedor providethe Bond No.on file with BLM/BIA. Requiredsubsequentreportsshallbe filed within30 days
followingcompletionof the involvedopemtions. If the operation resultsin a multiplecompletion or recompletionin a new interval,a Form316¾ shallbe filedonce
testing has been completed. Final Atandonment Notices shall be filed only after all requirements,includingreclamation,have bem completed,and the opemtorhas
determinedthat the site isreadyfor finalinspection.

EFFECTIVE JANUARY 6, 2006, WESTPORT OIL &GAS COMPANY L.P., HAS RELINQUISHED
THE OPERATORSHIP OF THE ATTACHED WELL LOCATIONS TO KERR-McGEE OIL & GAS
ONSHORE LP.

APPROVEDJ
./,6,/& RECElVED

MAYl 0 2006DivisionofOil,GasastdMining
EarleneRussell, EngineeringMician p¡vnF nl\,,(W'AMIN\NQ14. I bereby certify that the foregoing is true and correct

Name (Printed/7pped) Title
BRAD LANEY ENGINEERING SPECIALIST
Signature Date

May 9, 2006
THISSPACE FOR FEDERAL OR STATE USE

IAp ed by Title Date

.MX \ ,T-9-O(o
Corditiom of appio ifa

,
are Approval of thisnotice does not warrant or Office

certify that the applicant holds leg equitable title to those rights in the subject lease
which would entitle theapplicant to conduct operations thereon.
Title 18U.S.C.Section 1001,make it a crime forany personknowinglyand willfully tomaketo any departmentor agencyof theUnitedStatesany
false,fictitiousor fraudulentstatementsor representationsasto anymatterwithinitsjurisdiction.

(Ínstructionson



API Well No: 43047345400000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-47044 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 BAYLESS ST 2-1 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047345400000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0536 FSL 1964 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSE Section: 02 Township: 09.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

8/23/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 THIS WELL RETURNED TO PRODUCTION ON 8/23/2010.  

NAME (PLEASE PRINT) PHONE NUMBER 
 Andy Lytle 720 929-6100

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 8/30/2010

August 30, 2010

August 30, 2010

iPI Well No: 43047345400000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING "MLLEA4S7EDESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS QFEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well BAYLESS ST 2-1

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047345400000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: UINTAH

0536 FSL 1964 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWSE Section: 02 Township: 09.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDat
of

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/23/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

sPuD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THIS WELL RETURNED TO PRODUCTION ON 8/23/2010.
Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECppge,@LY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Andy Lytle 720 929-6100 Regulatory Analyst

SIGNATURE DATE
N/A 8/30/2010

RECEIVED August 30,



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-47044 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 BAYLESS ST 2-1 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047345400000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0536 FSL 1964 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSE Section: 02 Township: 09.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

8/29/2011

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 THE SUBJECT WELL WAS PLACED ON PRODUCTION ON 08/29/2011.  

NAME (PLEASE PRINT) PHONE NUMBER 
 Sheila Wopsock 435 781-7024

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 9/6/2011

09/14/2011

Sep. 06, 2011

Sundry Number: 18259 API Well Number: 43047345400000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING "QLLEA47EOD4ESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS QFEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well BAYLESS ST 2-1

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047345400000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515 E×t NATURAL BUTTES

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: UINTAH

0536 FSL 1964 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWSE Section: 02 Township: 09.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/29/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THE SUBJECT WELL WAS PLACED ON PRODUCTION ON 08/29/2011.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sheila Wopsock 435 781-7024 Regulatory Analyst

SIGNATURE DATE
N/A
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